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Cat. No. A10-14 strands of 14 gauge aluminum wire
in smooth weave configuration, 5/16” diameter, 57,000
circular mil cross section, (exceeds #4 AWG). Weight of
aluminum - 58 pounds per 1,000"

Cat. No. ATl - 22 strands of 14 gauge cluminum wire
in smooth weave configuration, 7/16” diamefer, 90,000
circular mil cross section, (exceeds #2 AWG). Weight of
aluminum -90 pounds per 1,000"

Cat. No. ATIA - 11 strands of 14 gauge aluminum wire
in smooth weave configuration, 1/4” diameer, 45,000
circular mil cross section, (#4 AWG). Weight of aluminum -
47 pounds per 1,000"

Cat. No. ATIC — Aluminum #4AWG bare wire, soft
drawn, 41,500 circular mil cross section. Weight of
aluminum - 40 pounds per 1,000"

Cat. No. ATID — Aluminum #2 AWG bare wire, soft
drawn, 66,400 circular mil cross section. Weight of
alominum - 60 pounds per 1,000'

@
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EMBEDDED TERMINAL OUTLET

Heavy cast bronze ferminal outlet for use in concrete wall or floor — 2.1 /4” contact surface for main
sized cables through No. 605 — surface plate will accept 1/4” or 3/8" bolis with thread depth of
1/2" — shipped with four bolts 3/4" long. Overall dimensions - 2-1/4° x 2-1/4° x 4-1/2".

Cat. No. 643-3 — Copper — 3/8" threaded - 1 Ib.-8 oz
Cat. No. 643-4 — Copper — 1/4” threaded - 1 Ib. -8 oz.
Cat. No. A643-4* — Aluminum — 1/4” threaded - 8.8 oz.
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“When used with aluminum i ferminl mounting,
this partis provided with stainless steel bolts
and shim for bimetal connection.

Typical use for
concealed air
terminal mounting
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CABLE SPLICERS ALLITEMS

PARALLEL CABLE SPLICERS

Heavy cast bronze or aluminum cable splicer with one 1/4”
boltfor ension on cable — for straight cable run splice or tee
splice by bending cable. For main sized cables.

Overall dimensions - 2° x 1-1/2”

Cat. No. 52AH — Copper- 7.4 oz
Cat. No. A52AH — Aluminum - 3.5 oz.

Heavy cast bronze or aluminum cable splicer —
one bolt tension — for any combination of main
sized cables — 1-1/2" cable contact. Overall
dimensions - 1-1/2" x 1-3/4"

Cat. No. 525 — Copper- 5 oz.
Cat. No. A52S — Aluminum - 2.1 oz

Heavy castbronze or aluminum cable splicer with two 1/4" bolts for tension
on cable — for straight cable run splice or fee splice by bending cable. Two
sizes available - No. 52 for main sized copper cables only through No. 601,
3" long - No. 52A and No. A52A for main sized aluminum cables 4" long.
Overall dimensions - 4" x 1-1/2"

Cat. No. 52 — Copper- 8.6 oz,
Cat. No. 52A - Copper - 12.6 oz.
Cat. No. A52A — Aluminum - 4.2 0z
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TEE CABLE SPLICERS

Heavy cast bronze or aluminum cable splicer
with four 1/4” bolls for fension on cable — 3"
cable contact each direction — for main sized
cables through No. 605. Overall dimensions - 3"
x4:3/4".

Cat. No. 664 — Copper - 11 oz.
Cat. No. A664 — Aluminum - 4 oz.

Heavy cast bronze or aluminum cable splicer
withtwo 1/4” bolts for tension on cable — 1-3/4”
cable contact each direction — for main sized
cables through No. 605. Overall dimensions -
1-3/4"x2:3/8".

Cat. No. 664A — Copper - 6.2 oz.
Cat. No. A664A — Aluminum - 2.2 oz.
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CABLE SPLICERS

ALLITEMS

COMBINATION SPLICERS

Heavy cast bronze or aluminum splicer for main
cable through No. 605 to secondary wire or
cable through 1/4” diameter — 4 long — two
bol fension on cable. Overall dimensions - 4"
x1-1/4"

Cat. No. 53 — Copper- 10.6 oz
Cat. No. A53 — Aluminum Class |- 3.7 oz
Cat. No. A53AL — Aluminum Class Il - 4.2 oz.

Heavy cast bronze or aluminum splicer for main
cable through No. 605 to secondary wire or
cable through 1/4” diameter — 2" long — one
bolt tension on cable. Overall dimensions - 2°
x 1-1/4"

Cat. No. 53A — Copper- 5.3 oz
Cat. No. A53A — Aluminum Class |- 1.8 oz.
Cat. No. AS3ALH — Aluminum Class Il 1.8 oz
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SECONDARY WIRE SPLICERS

Heavy cast bronze or aluminum splicer for
secondary wires and miniature cables through
1/4" diameter — 4" long — two bolt tension on
cable. Overall dimensions - 4" x 1-1/4".

Cat. No. 58 — Copper- 7.7 oz.
Cat. No. A58 — Aluminum - 2.9 oz.

Heavy cast bronze or aluminum splicer for
secondary wires and miniature cables through
1/4" diameter — 2" long — one bolt tension on
cable. Overall dimensions - 2° x 1-1/4".

Cat. No. 58A — Copper- 3.8 oz.
Cat. No. A58A — Aluminum - 1.4 oz.
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CABLE TO ROD OR PIPE CLAMPS

Heavy cast bronze or aluminum boll tension clamp for connecting
cable to rod, pipe or tube. Cable and rod contact 4 long — for main
sized cables through No. 605 — pipe sizes from 1/4” ODto 1.1/4”
OD. May also be used as ground rod clamps. Overall dimensions
-4"x1-1/2".

Copper
Cat. No. 59 —for 1/4” rod- 1l oz
Cat. No. 59A —for 3/8" rod - 13 oz
Cat. No. 59B —for 1/2" rod - 1.7 oz.
Cat. No. 59C—for 5/8" rod-13.3 oz
Cat. No. 59D —for 3/4" rod - 13.3 oz.
Cat. No. 59 —for 1" rod - 1 Ib.- 13 oz,
Cat. No. 59F —for 1-1/4” rod - 2 Ibs

Cat. No. 60 — for 3/8" OD pipe - 13 oz
Cat. No. 60A — for 1/2" OD pipe - 11.7 oz.
Cat. No. 60B — for 3/4” OD pipe - 13.3 oz.
Cat. No. 60C —for 1” OD pipe - 1 Ib. - 13 oz.
Cat. No. 60D —for 1-1/4” OD pipe - 2 lbs.
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Aluminum

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

Cat.
Cat.
Cat.
Cat.
Cat.

. A59 —for 1/4" rod- 3.5 oz.

. A59A — for 3/8" rod - 3.8 oz.
. A59B —for 1/2" rod - 4.2 oz

. A59C —for 5/8" rod - 4.5 oz.

. A59D —for 3/4” rod - 4.3 oz.
. A59E —for 1" rod - 4.6 oz.

. A59F —for 1-1/4" rod - 5 oz.

. A60 —for 3/8” OD pipe - 3.8 oz

. A6OA —for 1/2" OD pipe - 4.2 oz
. A6OB — for 3/4” OD pipe - 4.3 oz.
. ASOC — for 1" OD pipe - 4.6 oz

. A6OD for 1-1/4" OD pipe -5 oz.

Typical use
on pipe
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ECONOMY CABLE SPLICERS ALTEe

Stamped copper or aluminum cable splicers made from highest quality sheet

metal — copper 0.064° thick, aluminum 0. 100" thick. For main sized cables.  tiacrumes
oniy
DOUBLE
SPLICER

Typical use on
parallel splice

Overall dimensions - 2-1/2" x 1-1/4"
Cat. No. 66 — Copper- 2.1 oz

Cat. No. 66T — Copper - Tinned Copper - 2.1 oz
Cat. No. A66 — Aluminum - 0.8 oz
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COPPER CONDUCTORS
(For Secondary Bonding Use)

Cat. No. 10— 14 strands of 17 gauge bare copper wire in smooth weave
configuration, 1/4" diameter, 28,600 circular mil cross section (16 AWG)
Weight of copper — 90 pounds per 1,000

Cat. No. 11 — 22 strands of 17 gauge bare copper wire in smooth weave
configuration, 5/16" diameter, 45,000 circular mil cross section (#4 AWG)
Weight of copper — 141 pounds per 1,000°

Cat. No. TIA — 11 sirands of 14 gauge bare copper wire in smooth weave
configuration, 5/16” diameter, 45,000 circular mil cross section (#4 AWG)
Weight of copper — 140 pounds per 1,000"

Cat. No. 10C — Copper #6 AWG bare wire, soft drawn, 26,000 circular
mil cross section. Weight of copper — 80 pounds per 1,000

Cat. No. 11C - Copper #4 AWG bare wire, soft drawn, 41,500 circular mil
cross section. Weight of copper — 127 pounds per 1,000".

ALLITEMS
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STRAIGHT
Y SPLICER

Typical use on
straight splic

Overall dimensions - 3-3/4" x 1/2"
Cat. No. 65— Copper- 1.6 oz

Cat. No. 65T ~Tinned Copper - 1.6 oz
Cat. No. A85 — Aluminum - 0.6 oz.

TEE

Typical use on
tee splice

Overall dimensions - 2-1/2" x 2"

Cat. No. 64— Copper- 1.8 oz

Cat. No. 64T~ Tinned Copper- 1.8 oz.
Cat. No. A64 — Aluminum - 0.8 oz
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UNIVERSAL CABLE SPLICER g

Q

Heavy castbronze or aluminum universal cable splicer with 5/ 16" diameter boltfor tension —for
use with all combinations of cable or wire from 1/8 to 3/4" diameer. May also be used for
bonding of reinforcing rod. Available in 4 contact length (No. 68 and No. A68) or 2" length
[No. 68A or No. A68A). Overall dimensions - 4” x 2" or 2" x 2"

Cat. No. 68 — Copper- 11 oz.
Cat. No. A68 — Aluminum - 4.8 oz.

Cat. No. 68A — Copper - 5.4 oz.
Cat. No. A68A — Aluminum - 2.4 oz.

Typical bond fo
reinforcing rod

Typical use on large.
1o small cable splice
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THREE WAY SPLICER

Heavy cast bronze or aluminum splicer for threeway cable splice — two bolt tension on
each cable 4" contact length — for main sized cables No. 1 through No. 605. Overall
dimensions - 4" x 2-1/2".

Cat. No. 61 —Copper-11b.-4 oz
Cat. No. A6l — Aluminum - 7.4 oz.

Typical use on
threeway splice
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CABLE SPLICERS

CROSS RUN CABLE SPLICERS

Heavy cast bronze or aluminum cable splicer with four 1/4” bolts for
tension on cables — used when two cables cross in confinving runs —
for main sized copper or aluminum cables through 1/2" diameter, 4"
contact both cables. Overall dimensions - 3-1/2” x 3-1/2"

Cat. No. 635 — Copper- 1 lb.- 1 0z
Cat. No. A635 — Aluminum - 5.6 oz.

Heavy cast bronze or aluminum cable splicer with four bolt fension on
cables — for use when two cables cross in confinuing runs — for main
sized cables through 1/2" diameter — 2-1/4" contact on both cables.

Cat. No. 635A — Copper - 12.6 oz.
Cat. No. A635A — Aluminum - 3.8 oz.

ALLITEMS
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STRAIGHT SPLICER

Heavy cast bronze or aluminum cable splicer for siraight run — two
1/4" bolts for tension on each cable end — 5" tofal length (2-1/2"
contact each cable) —for llmain sized cables through No. 605. Overall
dimensions - 5" x 1" diameter.

Cat. No. 65A — Copper - 11.2 oz,
Cat. No. A65A — Aluminum - 3.8 oz.
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BIMETALLIC CONNECTORS @
STRAIGHT BIMETALLIC CONNECTOR

Cast combination bronze and aluminum connector for making transifion
from copper cable fo aluminum cable. Molded and cast together fo
exclude moisture from joint. For use with main sized copper cable
through No. 605 and main sized aluminum cable through No. A604
Overall dimensions - 3" x 1-1/2".

Cat. No. A341-BM - 7.4 oz.

PARALLEL BIMETALLIC CONNECTORS

Heavy cast cadmium plated bronze cable splicer - two bolltension - for
main sized cables through No. 601. Overall dimensions - 3" x 1-1/2"

Cat. No. 52-BM - 8.6 oz

Heavy cast cadmium plated bronze cable splicer - two bolttension - for
main sized cables No. 601 through No. 605.
Overall dimensions - 4" x 1-1/2".

Cat. No. 52A-BM - 12.6 oz.

Heavy cast cadmium plated bronze cable splicer - one bolttension - for
main sized cables No. 601 through No. 605.
Overall dimensions - 2" x 1-1/2".

Cat. No. 52AH-BM - 6.3 oz.
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Heavy cast cadmium plated bronze cable splicer - one bolttension - for
any combination of main sized cables.
Overall dimensions - 1-1/2* x 1-3/4".

Cat. No. 525-BM - 5 oz.

Heavy cast cadmium plated bronze cable splicer -one bolttension -for
main sized cables through No. 605 to secandary wire or cable
Overall dimensions - 2 x 1-1/2".

Cat. No. 53A-BM - 5.3 oz.
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BONDING LUGS

Heavy cast bronze or aluminum bonding lug with

3 square inches of surface contact on flat metal -

cable contact 1-1/2” under bolt tension — anchor [

bolt hole for 3/8” diameter bolt — ovailable with |

hole for 1/2” bolt on special request — fits all | 4

main sized cables through No. 605. May be used A -
i3 #

for extra cable runs from a thruwall or thru-oof - &

connector on Class | or Class Il systems. Overall |

dimensions - 2-1/4" x 2-3/4"

Cat. No. 55B — Copper- 8.2 oz.
Cat No. A55B — Aluminum - 2.6 oz.

Typical use on equipment support
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Heavy cast bronze or aluminum bonding lug for flat metal surface

— cable contact over 2" long with two 1/4” bolt pressure on

cable — for use with main sized cables through No. 605 with y
hole for 3/8” bol. Available with hole for 1/2” bolton special |

request. Overall dimensions 4" x 1-1/4". »

Cat. No. 55 — Copper- 5.8 oz.
Cat. No. A55 — Aluminum - 2.1 oz.

Typical use of No. 55 on
Typical use of olumn anchor bolt
No. 55 on angle iron
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BONDING LUG

Heavy cast bronze or aluminum bonding lug with 3 square inches of surface contact on
flat metal — two-way cable contact, 1-1/2", under onebolt fension — anchor bolt hole
for 3/8" diameter bolt, available with hole for 1/2" bolt on special request. Fits all main
sized cables through No. 605. Overall dimensions - 1-1/2" x 3-1/2".

Cat. No. 57 — Copper- 9.6 oz.
Cat. No. A57 — Aluminum - 3.4 oz.
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TINNED COPPER CONDUCTORS
(For Secondary Bonding Use)

Cat. No. 10T - 14 sirands of 17 gauge finned copper wire in smooth
weave configuration, 1/4” diameter, 28,600 circular mil cross section
(#6 AWG). Weight of cable — 92 pounds per 1,000°

Cat. No. TIAT— 1l sirands of 14 gauge finned copper wire in smooth weave
configuration, 5/16” diameter, 45,000 circular mil cross section (#4 AWG).
Weight of cable — 142 pounds per 1,000'.

. No. 11DT—Tinned copper #2 AWG soft drawn wire, 66,400 circular
il cross section. Weight of wire — 206 pounds per 1,000
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BONDING LUG

'MINIATURE BONDING LUG (HEAVY DUTY)

Heavy cast copper or aluminum bonding lug for flat metal surface — 1-1/2 square inch
contact surface — cable contact 1-1/4" long with two 1/4" bolt pressure on cable — will
take cll secondary cables, wires and miniature cobles through 1/4” diameter — 1/4” bolt
hole in lug end. Overall dimensions - 2-3/4" x 3/4".

Cat. No. 655 — Copper- 3.2 oz
Cat. No. 655BM — Bimstallic - 3.2 oz. L
Cat. No. A655 — Aluminum - 1.2 oz.

Typical use on
flashing bond

Q
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Typical use on
roof drain bond
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BONDING PLATE

FORCLASS |
STRUCTURES
ONLY

Strap copper, finned copper or aluminum bonding plate for small metal
objects, flator curved, requiring 3 square inches of contact surface — cable
confact 2-1/2 long crimp type —two holes for metal screws or bolls with
nuts — copper 0.064” thick — aluminum 0.08" thick. For all main sized
cables. Overall dimensions - 2.1/4 x 2:3/4".

Cat. No. 56 — Copper- 2.1 oz.
Cat. No. 56T - Tinned Copper- 2.1 oz
Cat. No. A56 — Aluminum - 1 oz

Typical use on
insulation vent
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BONDING PLATE

NOTE: Also available with 16 square
inches of contact surface. Overall dimensions
4" x4

Cat. No. 656-16 — Copper -15 oz.
Cat. No. A656-16 — Aluminum - 6.6 oz.

Heavy cast bronze or aluminum metal
bonding plate — over 8 square inches of
contact surface — 1-1/2” cable contact
May be fastened to mefal surface with bolts
and nuts, “C" clamps or may be brazed. For
main sized cables through No. 605. Overall
dimensions - 2-1/4" x 4.

Cat. No. 656 — Copper - 10.2 oz.
Cat. No. A656 — Aluminum - 3.4 oz
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BONDING PLATE @

Heavy cast bronze or aluminum metal bonding plate —
over 8 square inches of contact surface and 1-1/2” cable
contact. Cap may be rotated for alternate cable posiion.
May be fastened to metal surface with bols and nuts or
may be brazed. For main sized cables through No. 605
Overall dimensions - 2-1/4" x 4"

Cat. No. 656N — Copper - 11.4 oz.
Cat. No. A656N — Aluminum - 3.8 oz

Typical use on steel column
showing both cap positions
Tor stanidardiand side tun cabl




image123.png
BONDING PLATE

Stamped copper, finned copper, or aluminum bonding plate for metal FOR CLASS |
surface, flat or curved — over 8 square inches of confact on surface STRgﬂgRES

and 2-1/2" long crimp type confact on cable — four mounfing holes
for metal screws or bolts with nuts — copper 0.064” thick — aluminum
0.080" thick. For main sized cables. Overalldimensions-2-1/2" x 5".

Cat. No. 56B — Copper- 6 oz.
Cat. No. 56BT —Tinned Copper - 6 oz
Cat. No. A56B - Aluminum - 2.9 oz.
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Typical use on
mefal siding

Typical use on
exhaust fan
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ALUMINUM POINTS — STANDARD ' =C

Aluminum points made from solid rod, drawn 1o a shorp poin, threaded fo fil bases
Specify thread size when ordering. Shipped with 1/2” threads for use on Class | systems,
or 5/8" threads for use on Class Il systems.

€

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

Standard sizes available from stock:

. A25 —1/2" diometer x 10" long - 2.7 oz.
. A24 - 1/2" diameter x 12" long - 3.3 oz
. A23 ~1/2" diameter x 15" long - 4.2 oz.
. A22 ~1/2" diameter x 18" long - 5.1 oz.
. A21A  —1/2" diamefer x 24" long - 7 oz.

. A20A  —1/2" diameter x 30" long - 8.8 oz.
. A19A36 —1/2" diamefer x 36" long - 10.6 oz.

. A19A48 —1/2" diameter x 48" long - 14.3 oz.
. AT9A60 —1/2" diamefer x 60" long - 1 Ibs.- 2 oz.

. A25B  —5/8" diameter x 10" long - 4.8 oz.
.A24B - 5/8" diameter x 12" long - 5.7 oz.
.A23B  —5/8" diameter x 15" long - 7.1 oz.
.A22B  —5/8" diameter x 18" long - 8.6 oz.
. A21C - 5/8" diameter x 24" long - 11.4 oz.
. A20C —5/8" diameter x 30" long - 14.3 oz.

. A19C36 —5/8" diameter x 36" long - 1 Ib.- 1 oz.
. A19C48 —5/8" diameter x 48" long - 1 Ib.-7 oz.
. A19C60 - 5/8" diameter x 60 long - 1 Ib. - 13 oz.

SPECIAL POINT INFORMATION

(-

Points olso available
with blunt fips.
(Add 8T o part
numbers shown.]
Add 0.4 0z for 1/2"
Add 0.5 oz for 5/8”

The above listed points are carried in stock for immediate shipment — other points of special
lengths and diameters are available, including 3/4" and 1” diamefers

Lengths over 144" are made by coupling an extension rod to points listed above. Extension rods
available in 1/2", 5/8%, 3/4" and 1" diameters and lengths up fo 144"
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PIPE BONDING CLAMP

Adjustable pipe bonding clamp of finned copper or aluminum strap — 2-1/2" wide for
full contact along axis of pipe — 2-1/2” cable contact. For all main sized cables through
No. 605. Shipped flat, to be formed af the jobsite for exact pipe size.

Copper
Cat. No. 62 — For 1" through 1-1/2" OD pipe - 14.6 oz
Cat. No. 62:3 - For 1-1/2" through 3" OD pipe - 1lb. - 1 oz
Cat. No. 62-4  For 3” through 4” OD pipe - 1lb. - 4 oz.
Cat. No. 626 — For 4" through 6" OD pipe - 1lb.-7 oz
Cat. No. 62-10 — For 8 through 10" OD pipe - 11b.- 13 oz

Aluminum

Cat. No. A62 — For 1" through 1-1/2" OD pipe - 7.4 oz.
Cat. No. A62-3 — for 1-1/2” through 3" OD pipe - 8.8 oz
Cat. No. A62-4 — For 3" through 4” OD pipe - 10 oz.

Cat. No. A62:6 — For 4" through 6" OD pipe - 12.6 oz.
Cat. No. A62-10 — For 8” through 10" OD pipe - 14.6 oz

Special size are also available upon request.
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PIPE BONDING STRAP

Adjustable strap - type pipe bonding assembly - consists of finned copper or bare aluminum
strap 1 wide - copper 0.064" thick; aluminum 0.080" thick - with No.56 or No. A56 securely
bolted to strap - for main sized cables through No. 605 - sized for 4" pipe. Other sizes
available on request. Shipped flat, to be formed at the jobsite for exact pipe size. Class | only.

Cat. No. 67 — Copper-9.6 oz
Cat. No. A67 — Aluminum - 5 oz,

FORCLASS | ONIY
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PIPE BONDING CLAMP @

Heavy castbronze or aluminum pipe bonding clamp with 1/4" bolttension
~ 1-1/2" cable contact along axis of pipe. Available in three sizes for o
range of pipe sizes. Bronze clamps may be cadmium plated, on request,
to prevent corrosion when used on water pipes. Add “L" to part numbers
shown. For use with main sized cables. Overall dimensions - 63A 2-1/2"
x 1-3/4" - 63B 4-1/4" x 1-1/2" - 63C 51/2" x 1-1/2".

Copper

Cat. No. 63A — For 3/4” fo 1-1/2" OD pipe -9 oz.

Cat. No. 63B For 1-3/4” to 2-1/2" OD pipe - 1lb.

Cat. No. 63C —For 2-1/2" fo 4-1/2” OD pipe - 1lb.-2 oz.

Aluminum

Cat. No. A63A — For 3/4" to 1-1/2" OD pipe - 3.4 oz.
Cat. No. A63B — For 1:3/4" 0 2.1/2" OD pipe- 6.1 oz
Cat. No. A63C — For 2-1/2" to 4-1/2" OD pipe - 6.6 oz.
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BONDING LUG

FOR CLASS |
STRUCTURES

BONDING LUG — LIGHT DUTY FOR MAIN CABLES o

Stamped copper, finned copper or aluminum bonding lug for main size cable
1o flat metal surface — over 1 square inch contact surface — compression type.
cable holder with 2-1/2" contact length — copper 0.064” thick, aluminum
0.100" thick - 1/4” bolthole n lug end. Overall dimensions-3-3/4 x 1-1/4".

Cat. No. 85 — Copper- 1.6 oz.
Cat. No. 85T ~Tinned Copper - 1.6 oz

Cat. No. A85 — Aluminum - 0.8 oz.

Typical use on
metal skylight frame
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BONDING CLAMPS

GUTTER BONDING CLAMP
Stamped copper, finned copper or aluminum gutter
bonding clamp for round or square edge mefal gutters —
compression type contact 2" long on gutter and 1-1/2"
long on cable — copper 0.064" thick, aluminum 0.100”
thick. For main sized cable. Overall dimensions-2-1/2"
x2".

Cat. No. 87 — Copper-1.8 oz
Cat. No. 87T ~Tinned Copper - 1.8 oz.
Cat. No. A87 — Aluminum - 0.8 oz.

®

Typical use
on gutter

‘GUTTER BONDING CLAMP OR CABLE HOLDER

Castbronze or aluminum clamp for use in bonding metal gutters or supporting cable on
metal column or rib —may be used on round or square edge gutters and column edge to
1/2" thick— compression type cable holder for main sized cables through No. 605 — 1"
contact length on metal. Overall dimensions - 1-1/4" x 2° x 11/2".

Cat. No. 77 — Copper- 3.7 oz.

Cat. No. 77L - Lead covered - 3.8 oz.
Siinig A g @ (when used as cable holder only)
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PIPE BONDING STRAP

Adjustable strap-type pipe bonding assembly —consists of tinned copper or bare aluminum strap
1" wide — copper 0.064" thick; aluminum 0.080" thick —with No. 55B or No. AS5B lug securely
bolted to strap for main sized cables through No. 605 — 1/4” x 1" take-up boltwith nut.
Standard sizes shown — other sizes available on request. For main sized cables.

Shipped fla, to be formed at the jobsite for exact pipe size.

Copper
Cat. No. 677-4 —for 2" through 4" pipe - 1 Ib

Cat. No. 677-6 — for 4-1/2" through 6" pipe - 1lb.-2 oz
Cat. No. 677-8 — for 6.1/2" through 8" pipe - 1lb.- 4 oz

Aluminum
Cat. No. A677-4 — for 2" through 4” pipe - 7 oz.

Cat. No. A677-6 — for 4-1/2" through 6" pipe - 7.8 oz
Cat. No. A677-8 —for 6-1/2" through 8" pipe - 9 oz
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Typical use on a verfical pipe
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Coupling
Extension Rod No. A203-2F2F Point

@3 WO P @3 T





image135.png
PIPE BONDING STRAP

Adjustable strapype pipe bonding assembly —consists ofinned copper or bare aluminum strap
1" wide — copper 0.064” thick; aluminum 0.080" thick — with No. 525 or No. A52S universal
cable connector — for main sized cables through No. 605 — 1/4" x 1" takeup boltwith nut
Standard sizes shown — other sizes available on request. For main sized cables.

Shipped flat, to be formed at the jobsite for exact pipe size.

Copper

Cat. No. 677D-4 —for 2" through 4 pipe - 12.8 oz

Cat. No. 677D-6 —for 4-1/2" through 6" pipe - 14.2 oz.
Cat. No. 677D-8 —for 6.1/2” through 8" pipe - 1 Ib.- 1 oz.

Aluminum

Cat. No. A677D-4 —for 2" through 4" pipe - 6.1 oz
Cat. No. A677D-6 —for 4-1/2" through 6" pipe - 7 oz.
Cat. No. A677D-8 —for 6-1/2" through 8” pipe - 8 oz.
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Typical use on
vertical pipe
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PIPE BONDING STRAP

Adjustable strap-type pipe bonding assembly — consists of inned copper or bare aluminum strap 1"
wide — copper 0.064” thick; aluminum 0080 thick — with No. 655 or No. A655 lug for sacondary
bonding with wires and miniature cables through 1/4" diameter — 1/4" x 1" take-up bolt with nut
Stondard sizes shown — other sizes available on request. For secondary cables and wires up o 1/4”
in diometer. Shipped flaf to be formed at the job site for exact pipe size.

Copper

Cat. No. 6775-4 — for 2" through 4” pipe - 10.8 oz
Cat. No. 67756 — for 41/2" through 6" pipe - 12.4 oz.
Cat. No. 67758 — for 6-1/2" through 8" pipe - 15 oz.

Aluminum

Cat. No. A6775-4 — for 2" through 4" pipe - 5.3 oz.
Cat. No. A6775-6 — for 4-1/2" through 6" pipe - 6.2 oz.
Cat. No. A6775-8 — for 6-1/2" through 8” pipe -7 oz.
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REBAR OR PIPE BONDING CLAMP "=

Q

Heavy cast bronze or aluminum pipe or rebar bonding clamp with 1/4” bolt fension - 1-1/2” of cable contact
length - 1-1/2" contact along axis of pipe or rebar with approximately 1.8 sq. in. contact area. For pipes and
rebar with approximately 1/2" through 1-1/4" outside diameter. For all main sized cables through No. 605.
Overall dimensions - 2 -1/4" x 1.3/8" x 11/2"

Cat. No. 69 — Copper- 11.4 oz.
Cat. No. A69 — Aluminum - 4.5 oz.
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PRE - ASSEMBLED REBAR BOND

Pre-assembled copper cable pigtail exothermically welded to an 18" long #4 rebar.
Standard copper cable length provided is 36”. Special lengths available upon request.

Cat. No. RB-1 - #1 Copper cable [ 32 Str,, X 17 Ga.- 2 AWG. | - 12.2 oz
Cat. No. RB-604 — #604 Copper cable ( 28 Sir, X 14 Ga))- 1 Ib.- 12 oz.
Cat. No. RB-605 — #605 Copper cable ( 37 Str,, - 4/0 AWG. ) -2 lbs. - 11 oz.
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METAL BONDING CLAMP
AND CABLE HOLDER

Heavy cast bronze or aluminum clamp for bonding to metal surface or for
use as cable holder to edge of column or beam — bolt tension on surface and
cable — universal capacity from secondary bonding wire through 3/4” cable
and fla surface to 5/8" thick ~ two sizes available — No. 88X and No. A68X
—2” long with 1-1/2 square inches of surface confact or No. 68X3 and No.
A68X-3 with 3 square inches of surface contact. Overall dimensions - 8X: 2”
x2:1/4"-68X3: 4" x 2.1/4"

Cat. No. 68X — Copper- 5 oz. @ (for cable holder only)
Cat. No. A68X — Aluminum - 1.8 oz.

Cat. No. 68X-3 — Copper - 7.0 oz. @ for bonding on Class 1 structures only)
Cat. No. A68X-3 — Aluminum - 3.0 oz.

PLATE HOLDERS

Cast iron “C* clamp for holding metal bonding plate o metol
structural member —opens 11 /16" for heavy column section or closes
10 3/16" for thin melal sections — throat depth 15/16" — screw sels
firm for permanent insiallation. Overall dimensions- 1-1/2" x 1-3/8"




image142.png
Cat. No. 156BM - 4 oz,

Typical use fo hold
bonding plote
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SLATE ROOF CABLE HOLDER

Tinned copper or aluminum strap cable holder for use
under flt slate roof sections — made of 1" wide strap 12"
long with loop, bolt and nutto secure cable — simply slips
under slate to hook on existing nail  for all cables.

Cat. No. 76A — Copper - 4.5 oz.
Cat. No. A76A — Aluminum - 1.6 oz

| Typicaluseon
horizontal cable

Typical use on
vertcal cable run
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Copper
Cat. No.

Cat. No.
Cat. No.
Cat. No.

SPLIT BOLT CONNECTORS

Used For Fence Grounding or Wire Mesh

High strength bronze split balt connectors, completely tin plated
for use with copper, aluminum or steel wires — spacer allows
separation of dissimilar mefals — contact paste recommended
when used with aluminum wire — for use in attaching home service
protectors, grounding fence wire fabric and other grounding work
~ not recommended for use as splice for Lightning Protection system
circuits.

. 124A — Maximum wire diometer 0.217" - 1.4 oz.
. 124B — Maximum wire diameter 0.271”- 1.8 oz.
. 124C — Maximum wire diameer 0.385” -3 oz.

. 124D — Maximum wire diameter 0.443" - 4.8 oz.

Typical use as
wire splicer
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COPPER POINTS — STANDARD iy

Bare copper points made from solid rod, drawn to a sharp point, and threaded fo i
bases. Standard threads on 5/8” diameter points are 1/2”, 5/8 threads available
on special order. Also available in nickel plated (up to 72” |

~add “NP* o catalog number when ordering,

Standard sizes available from stock:

| Cat.No.25A  —3/8" diameterx 10" long- 5.4 0z

[\ cat. No. 24A —3/8” diameter x 12" long - 6.6 oz.

/| CahNo.238A  —3/8" diameterx 15" long-8.3 oz

[} Cat.No.22A  —3/8" diameter 18" long- 10 oz.
Cat.No.21B - 3/8" diameter x 24" long - 13.4 oz.
Cat.No.20B  —3/8" diameter x 30" long - 1 Ib.- 1 oz

Cat. No. 19B36  —3/8” diameter x 36" long - 1 Ib.- 4 oz.
Cat.No. 19B48  —3/8” diameter x 48" long - 1 Ib.- 11 oz.
Cat. No. 19B60  —3/8" diameter x 60" long - 2 Ibs. - 2 oz.

Cat. No. 25 —~1/2" diameter x 10" long -9 oz.

Cat. No. 24 —1/2" diameter x 12" long - 11 oz.

Cat. No. 23 —~1/2" diameter x 15" long - 14 oz.

Cat. No. 22 —1/2" diameter x 18” long - 1b.- 1 oz.

Cat.No.21A  —1/2" diameter x 24" long- 1 b.- 7 oz.

Cat.No.20A 172" diamefer x 30" long -1 Ib.- 13 oz

Cat. No. 19A36  — 1/2" diameter x 36" long -2 lbs.-3 oz

Cat.No. 19A48  — 1/2” diameter x 48" long - 3 Ibs. |

Cat. No. 19A60  — 1/2" diameter x 60" long - 3 Ibs. - 6 oz. g
Cat.No.25B  —5/8" diameter x 10" long - 13.4 oz. =
Cat.No.24B  —5/8” diameter x 12" long - 1 Ib.- 1 0z.  Points also available with
Cat.No.23B  —5/8" diameter x 15" long - 1 lb.-5 oz blunt ips.
Cat.No.22B  —5/8" diameter x 18" long- 1 Ib.- 10 oz. (Add 8T 10 part
Cat.No.21C - 5/8" diameferx 24" long-2lbs.- 40z numbers shown.)
Cat.No.20C  —5/8" diomeler x 30" long-2lbs.-130z.  Add 0.4 oz for 3/8

Cat. No. 19C36  —5/8” diameter x 36" long - 3 lbs.- 5 0z. ~ Add 0.5 oz for 1/2"
Cat. No. 19C48  —5/8" diameerx 48" long-4bs.- 100z, Add 0.7 oz for 5/8"
Cat. No. 19C60  —5/8" diameter x 60" long- 5 Ibs.- 13 oz.

@

SPECIAL POINT INFORMATION

The above listed points are carried in stock for immedite shipment — other points of special
lengths and diameters are available, including 3/4 and 1° diameers

Lengths over 144" are mads by coupling an extension rod o points listed above. Extension
rods available in 1/2”, 5/8", 3/4” and 1” diameters and lengths up fo 144"
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PIPE AND HANDRAIL CABLE HOLDERS =

Typical use on
pipe frame

Q

Strap type cable or point holder for use on vertical or horizontal
pipe run — copper holder made of finned copper strap 1 wide,
0.064" thick — aluminum holder made of aluminum sirap 17 wide,
0.080" thick — furnished with 1" long bronze or siainless steel
bolt and nut for fension on pipe — for main sized cables through
No. 605 and point diameters 3/8" to 5/8" — various pipe sizes
available on request.

Copper

Cat. No. 821A —for 1.660” O.D. Pipe -3 oz
Cat. No. 821B — for 1.90” O.D. Pipe - 3.4 oz
Cat. No. 821C — for 2.375" O.D. Pipe - 3.8 oz
Cat. No. 821D —for 2.875" O.D. Pipe - 4.2 oz.
Cat. No. 821E —for 4.5" O.D. Pipe - 6.2 oz.

Aluminum

Cat. No. A821A —for 1.660" O.D. Pipe - 1.7 oz.
Cat. No. A821B —for 1.90" O.D. Pipe - 1.8 oz.
Cat. No. A821C —for 2.375" OD. Pipe - 1.9 0z
Cat. No. A821D — for 2.875" O.D. Pipe -2 oz.
Cat. No. A821E — for 4.5" O.D. Pipe - 2.3 oz.
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Strap type cable or point holder for use on vertical or horizontal pipe
run — copper holder made of finned copper strap 17 wide, 0.064" thick
— aluminum holder made of aluminum strap 17 wide, 0.080" thick —
stand-off distance 1 from wall of pipe —furnished with 1” long bronze
or stainless steel bolt and nut for tension on pipe — for min sized cables
through No. 605 and point diamefers 3/8" lo 5/8" —various pipe sizes
available on request

Copper
Cat. No. 822A —for 1.660" O.D. Pipe - 2.6 0z.
Cat. No. 822B —for 1.90" O.D. Pipe - 3.7 oz.
Cat. No. 822C —for 2.375” O.D. Pipe - 4 oz.
Cat. No. 822D — for 2.875" O.D. Pipe - 4.2 oz.
Cat. No. 822 — for 4.5 O.D. Pipe- 5.2 oz

Aluminum

Cat. No. A822A —for 1.660" O.D. Pipe - 2 oz.
Cat. No. AB22B —for 1.90" O.D. Pipe- 2.1 oz.
Cat. No. AB22C —for 2.375" O.D. Pipe - 2.2 oz.
Cat. No. A822D — for 2.875” O.D. Pipe - 2.3 oz.
Cat. No. A822E —for 4.5 O.D. Pipe - 2.6 oz.

Typical use on
pipe frome
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ADHESIVE CABLE HOLDERS ALL ITEMS

Q

683

Adhesive cable holder of stamped and formed copper or
aluminum. Should be placed on lator gently sloping roof
surface in a bed of hot pitch or approved adhesive. For
main and secondary cables and wires. Overall
dimensions - 3" x 2-1/2". Adhesive contact area- 7.5 in’.

Cat. No. 683 — Copper- 1 oz.
Cat. No. A683 — Aluminum - 0.4 oz

Cat. No. 683N — Copper- 1 oz
Cat. No. A683N — Aluminum - 0.4 oz





image148.png
Adhesive cable holder of stamped and formed copper
or aluminum. Should be placed on flat or gently
sloping roof surface in a bed of hot pitch or approved
adhesive. For main and secondary cables and wires.
Overall dimensions - 1-3/4 “x 4 “.. Adhesive contact
area -7 in?

Cat. No. 683LARGE — Copper - 1.5 oz
Cat. No. A683LARGE — Aluminum - 0.6 oz.

683LARGE

Typical use on
builtup roof
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CABLE HOLDERS

ROOF CABLE HOLDERS

Adhesive bronze or aluminum cable holder for use on flat roofs, standing seams, steel beams,
etc., where no penetration of roof is desired or permitted. Consists of No. 72 or A72 loop,
No. 682 or No. A682 Base. For all main and secondary cables and wires. Overall dimensions
-2-3/4" x 2-1/4". Adhesive contact area -6.19 in*

Cat. No. 682X — Copper- 6.4 oz.
Cat. No. A682X — Aluminum - 2.2 oz
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682

Adhesive cable holder of heavy castbronze or luminum.
Should be placed on flat or gently sloping roof surface
in a bed of hot pitch or approved adhesive. For main
sized cables through 604. Overall dimensions - 2:3/4”
x 2-1/4". Adhesive contact area - 6.19 in?.

Cat. No. 682 — Copper- 6.4 0z.
Cat. No. A682 — Aluminum-2.2 oz.

Typical use on
builtup roof
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CABLE HOLDERS

Cast bronze or aluminum clamp for use in supporfing cable on metal column or rib — may be
used on column edge fo 1/2” thick — compression type cable holder for main sized cable
through No. 605 —with one 1/4” boltfor tension on column or rib. Rubber caps included on
bollsfo prevent damage fo roof. Recommended forque on mounting boll: 15 n./Ibs. maximum
Overall dimensions - 1-1/4" x 1-1/4" x 1-1/2".

Cat. No. 77X — Copper-2.1 oz
Cat. No. A77X — Aluminum - 0.6 oz

STANDING SEAM CABLE HOLDERS

Castbronze or aluminum cable holder for use on standing seams, steel beams, tc., where
no penetration of metal is desired or permitted. Consists of No. 77X or No. A77X clamp
withNo. 72 or No. A72 loop, two 1/4” stainless boll. Rubber caps included on bolls fo
prevent damage fo roof. Recommended forque on mounting bolt: 15 in./lbs. maximum
For main and secondary cables and wires. Overall dimensions - 1-1/4" x 1-1/4" x 2".

Cat. No. 75 — Copper - 2.6 oz,
Cat. No. A75 — Aluminum - 1 oz.
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Machined brass or aluminum hexagonal holder for use on standing seams, steel
beams, etc. where no penetration of metal is desired or permited. Comes with No.
72 or No. A72 loop, which can be attached to 1/4” stainless bolt, 1/4” stainless
nut for fightening loop. Rubber cap included on bolts o prevent damage fo roof.
For main and secondary cables and wires.

Cat. No. 79 — Copper 2.2 oz
Cat. No. A79 — Aluminum- 1 oz
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STANDING SEAM CABLE HOLDERS

Aluminum cable holder for use on standing seams, steel beams, efc., where no penetration of
metal s desired or permitted. Consists of extruded architectural channel 1 1/4" x 1 1/4” x
1/8" with No. 72 or No. A72L loop, two 1/4” stainless steel bolts for tension on beam or rib.
Rubber caps are included on bolts fo prevent damage fo roof.

Recommended torque on mounting bolts: 15 in./Ibs. maximum. For Class Il applications for use
with main and secondary cables and wires.

Overall dimensions — 1-1/4" x 1-1/4" x 1-1/2". Inside clear dimension: 1"

Cat. No. A75XX
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Aluminum cable holder for use on standing seams, steel beams, efc., where no penstration of
metal is desired or permitted. Consists of No. 156 or A156 C-Clamp with No. 72 or No. A72
loop, one 1/4" stainless steel boltfor tension on beam o rib. Rubber cap is included on bolt
to prevent damage fo roof. Recommended forque on mounfing bolt: 15 in./Ibs. maximum. For
Class | applications for use with main and secondary cables and wires.

Overall dimensions —1-1/2" x 1-1/2” x 3/4”. Inside clear dimension: 1"

Cat. No. A75X
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CABLE FASTENERS

LOOP FASTENER (SMALL)

Strap copper or aluminum loop type cable
fastener requiring one nail or screw — 1/2”
wide, copper 0.032" thick, aluminum
0.051“thickfor main and secondary cables
1/4" through 1/2” diameter — for nail or
screwto No. 10 (3/16”) diameter.

Cat. No. 72A — Copper - 0.26 oz
Cat. No. A72A — Aluminum - 0.1 oz.
Cat. No. 72AT—Tinned Copper-0.26 oz

LOOP FASTENER (LARGE)

Strap copper or aluminum loop type cable
fastener requiring one nail or screw — 5/8"
wide, copper 0.032” thick, aluminum
0.051” thick — for cables 3/8" through
5/8" diameter — for screw or bolt o 1/4”
diameter.For main and secondary cables
and wires. Add “X" offer the part number fo
indicate use with 4/0 AWG cables.

Cat. No. 72 - Copper - 0.29 oz.
Cat. No. A72 — Aluminum - 0.15 oz.

ALL TEMS
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v

Typical use
on cable

STRAP FASTENER
Strap copper or aluminum two-hole cable
astener — copper strap 0.032" thick,
aluminum strap 0.051” thick. Strap 1/2”
wide for cables 1/4” through 1/2" diameter
- for nail or screw fo No.10 (3/16) dia-
meter. For main sized cables.

Cat. No. 72C — Copper - 0.26 oz.

Cat. No. A72C — Aluminum - 0.1 oz.
Cat. No. 72CT~Tinned Copper-0.26 0z

>

Typical use
on cable
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CABLE FASTENERS ALL TEMS

STAND-OFF CABLE HOLDER @

Heavy cast bronze or aluminum stand-off cable holder — two bolt tension on cable — 17 fo 2"
stand-off distance — for main sized cables through No. 605 — available without fastener (No.
74 or No. A74), with No. 86A lead anchor (No. 74A or No. A74A) or with two 3/8" nuts and
washers (No. 74B or No. A74B). Overall dimensions - 1-3/4 x 2:3/4

B
@@««-C'\’

(o

Copper Aluminum

Cat. No. 74 — 3/8" threaded end - 4 oz. Cat. No. A74 - 3/8" threaded end - 1.4 oz.
Cat. No. 74A — with lead anchor-6.2 0z Cat. No. A74A —with lead anchor - 3.4 oz
Cat. No. 74B — with nuts and washers - 4.8 oz. Cat. No. A74B —with nuts and washers-2.2 oz

(

Typical use on
masonry wall

Typical use on
metal column
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STAND-OFF CABLE HOLDER
(COMPRESSION TYPE)

Heavy cast bronze or aluminum compression type stand-off cable holder  1° to 2* stand-off

distance —for main sized cables through No. 605 — available without fastener (No. 73A or No.

A73A), with No. 864 lead anchor (No. 738 or No. A738) or with two 3/8” nuts and washers

(No. 73C or No. A73C]. [For Class 1 structures only.)

Copper
Cat. No. 73A—3/8” threaded end - 1.6 oz

Cat. No. 73B — with lead anchor - 3.8 oz.
Cat. No. 73C — with nuts and washers - 2.4 oz.

Typical use
onwall -

Alyminum

Cat. No. A73A - 3/8" threaded end - 0.4 oz
Cat. No. A73B — with lead anchor - 2.4 oz.
Cat. No. A73C — with nuts and washers - 1.2 oz.
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CABLE FASTENERS S

MASONRY ANCHOR

Complete masonry anchor assembly consisting of No. 72 copper or No. A72 aluminum
loop with 1/4” x 1" stainless steel bolt and No. 86 lead expansion anchor. For main and
secondary cables and wires.

Cat. No. 82 — Copper- 1 oz.
Cat. No. A82 — Aluminum - 0.8 oz.

Typical use on
concrete wall
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MASONRY ANCHOR
Complete masonry anchor assembly consisting of No. 72 copper or No. A72 aluminum loop
with No. 86Z nailin anchor. For main and secondary cables and wires

Cat. No. 82Z — Copper-0.64 oz
Cat. No. A82Z — Aluminum - 0.48 oz.

Typical use on\\\

concrete wall
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CABLE FASTENERS RS

CABLE CLIP

Cast bronze or aluminum clp for main sized holding cables through 9/16”
diameter — anchor hole for nail, screw or bolt to 1/4" diameter

—heel of clip exerts positive pressure on cable. Overall dimensions 1-1/4” x 3/4".

Cat. No. 818 — Copper- 0.48 oz.
Cat. No. A81B — Aluminum -0.1 oz.

Typical use
on cable

MASONRY ANCHOR CLIPS
Complete masonry anchor assembly consisting of cast bronze o aluminum clips
shown on this page with 1/4” x 17 brass or stainless steel bolt and No. 86 expansion
anchor. For main sized cables through 9/16 diameter.

Typical use on
concrete wall

Cat. No. 81C— Copper- 1.2 oz
Cat. No. A81C— Aluminum - 0.8 oz.

Cat. No. 81D — Copper-2.1 oz.
Cat. No. A81D — Aluminum - 1.2 oz.
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'WIRE OR MINIATURE CABLE CLIP
Cast bronze or aluminum clip for holding secondary wire or
miniature cable through 3/8" diameter —anchor hole for na
screw o bolt to 1/4" diameter.

Cat. No. 81 — Copper- 1 oz.
Cat. No. A81 — Aluminum - 0.16 oz.

Typical use on
bonding cable
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SPECIAL PURPOSE FASTENERS S

Q@

FOR CLASS |
STRUCTURES

SILO BAND DRIVE FASTENER on

Cast bronze or aluminum drive fastener for use on steel bands of silos — one
piece malleable construction for compression holding of cable — for main sized
cables through No. 605

Typical use on

Cat. No. 150 — Copper-0.16 oz
Cat. No. A150 — Aluminum - 0.48 oz.

Typical use on
concrete wall

STAND-OFF CABLE HOLDER

Cast bronze or aluminum stand-off cable holder for use
with No. 86 expansion anchor in masonry or with

No. ABOE-4 nut on mefal surface — cable located 17 off
surface — pinch ype closure — for main sized cable through
No. 604. Overall dimensions - 2-1/2" x 1",

Cat. No. 73 — Copper- 1.2 oz.
Cat. No. A73 — Aluminum - 0.16 oz.
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PINCH TYPE CABLE HOLDER

Cast bronze or aluminum stand-off cable holder

for use with 3/16" diameter nail, wood screw or
metal screw — for main sized cables through No. 605.

Cat. No. 81A — Copper - 0.64 oz.
Cat. No. ABTA- Aluminum - 0.01 oz.

Typical use on wall
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STANDARD CONCEALED POINTS

Concealed Point Assembly of bare copper or aluminum. Consists of 10" point length with
balance threaded for roof insert. Nuts and washers draw fightto prevent leak. Base No. 42AN
for horizontal and vertical direction of cable run. Available in nickel plated copper on request
[Add NP to copper part numbers shown). For use with main sized cables

Copper )
Cat.No. 3418 —1/2" diameter x 18" long - 1lb. 10 0z
Cat. No. 3424  —1/2" diameter x 24" long - 1lb. - 14 oz.
Cat. No. 34-30 - 1/2" diameter x 30" long - 2 Ibs. - 3 oz.

Cat. No. 34A-18  —3/8" diamefer x 18" long - 1lb.- 3 oz.
Cat. No. 34A-24 —3/8" diameter x 24" long - 11b. - 5 oz.
Cat. No. 34A-30 - 3/8" diameter x 30" long - 1lb. - 9 oz.

Cat. No. 34B-18  — 5/8" diameter x 18" long - 2 Ibs. - 8 oz.
Cat. No. 34B-24 —5/8" diameter x 24" long - 3 Ibs.- 2 oz.
Cat. No. 34B-30 - 5/8" diameer x 30" long -3 Ibs.- 12 0z.

Aluminum

Cat. No. A34-18 —1/2" diameter x 18" long - 9.4 oz.
Cat. No. A34-24 —1/2" diameter x 24" long - 1! oz,
Cat. No. A34-30 —1/2" diameter x 30" long - 12.6 oz

Cat. No. A34B-18 — 5/8" diameter x 18" long - 14.7 oz.
Cat. No. A34B-24 — 5/8" diameter x 24" long - 1 Ib. - 2 oz.
Cat. No. A34B-30 — 5/8” diameter x 30" long - 1 Ib.- 4 oz

Points also available
‘with blunt fips.
(Add 8T o part
numbers shown.|
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“U” BOLT FASTENERS

Pointfo pipe or handrail U-Bolt clamp type fastener. U-Bolt clamps available
in 3/8”,1/4" or 5/16" diameer stainless steel. Weights shown below are for
3" 0. pipe

NOTE: Specify pipe O.D. when ordering.
Cat. No. 80-U-4S5 — 1/4 Stainless - 2.1 oz.

Cat. No. 80-U-355 — 3/8" Stainless - 4.2 oz.
Cat. No. 80-U-555 - 5/16" Stainless - 3 oz.
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Typical use
on handrail
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FASTENERS FOR PROTECTORS -

'WOOD PROTECTOR STRAP

Heavy galvanized steel strap formed to fit fight on Cat. No. 96 wood molding protector
—available as strap only to be used with nails, wood screws or mefal screws or with screws
and expansion anchors for masonry.

Galvanized
Cat. No. 71M - Sirap Only - 1 oz Strap with
Cat. No. 71G —Strap with masonry anchors - 2.6 oz. Masonry Anchors

Strop Only ‘9

~

PIPE PROTECTOR STRAP (TWO BOLT)

Heavy copper strap 1 wide of 0.064" thick metal

formed fo fit metal pipe or PVC pipe profectors —

holes punched fo receive bolts, screws, or nails to 1/4” diamefer.
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Copper

Cat. No. 71B-1 —for 1/2" PVC cable profector #93A- 1.3 oz
Cat. No. 71B-5 —for 5/8” copper cable profector #C93A- 1.2 oz.
Cat. No. 71B-3 —for 3/4" PVC cable prolecior #938 - 1.4 oz.
Cat. No. 71B-4 —for 1" PVC cable profecior #93C - 2.0 oz.

Cat. No. 7186 — for 1-1/4" PVC cable profector #93D - 2.0 oz.

PIPE PROTECTOR LOOP (ONE BOLT)

Heavy copper loop 1 wide of 0.064” thick metal
formed to it metal pipe or PVC pipe protectors —
hole punched to receive bolt o 1/4” diamefer.

Copper

Cat. No. 71-1 —for 1/2" PVC cable profector #93A- 1.8 oz.
Cat. No. 71-5 —for 5/8" copper cable profector #C93A- 1.5 oz.
Cat. No. 71-3 —for 3/4" PVC cable protector #938 - 1.8 oz.
Cat. No. 71-4 —for 1" PVC cable protector #93C-3.0 oz.

Cat. No. 71-6 —for 1-1/4" PVC cable profector #93D - 3.0 oz.

Aluminum

Cat. No. A71-1 —for 1/2" PVC cable protector #93A-0.6 oz
Cat. No. A71-5 — for 5/8" copper cable profecior #C93A-0.7 oz.
Cat. No. A71-3 — for 3/4" PVC cable prolecior #938 - 0.61 oz.
Cat. No. A71-4—for 1" PVC cable profector #93C -0.6 oz.

Cat. No. A71-6 —for 1-1/4” PVC cable protector #93D - 0.8 oz.
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LEAD WEDGES

LEAD WEDGE

Combination lead and fin wedge o be used in tubing or pipe fo
wedge cable against wall for making cable electrically confinuous
with metal ot fop and bottom of profector pipe or conduit run — each
wedge is 1" long — available in size ranges for cables 3/8" to 1/2"
diameter.

Cat. No. 461 —for 1/2” conduit or pipe - 1.6 oz.

Cat. No. 461A — for 3/4” conduit or pipe - 2.2 oz

Cat. No. 461B — for 1" conduit or pipe - 3.7 oz.

Cat. No. 461C —for 1-1/4" conduit or pipe - 6.6 oz.
Typical use
in pipe end
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GROUND RODS

COPPERCLAD - STANDARD
Our copperclad ground rods meet standards UL 467, ANSI C33.8 RUS, and are
approved for use in lightning protection per UL 96 and UL 96A. Copper cladding

is @ minimum of 0.010 inches thick.

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

. 91-10-1/2"

. 90-8 — 1/2” diam. x 8' long - 5 Ibs. - 8 oz.
m. x 10’ long - 7 Ibs

. 948 — 5/8 diam. x 8' long - 7 lbs

. 94-10 — 5/8" diam. x 10’ long -9 Ibs,

. 97-8 —3/4" diam. x 8' long - 10 Ibs.

. 97-10 — 3/4" diam. x 10" long - 13 Ibs.

. 97-12 — 3/4” diam. x 12" long - 15 Ibs.

. 97C-10 — 1" diam. x 10" long - 18 Ibs.

COPPERCLAD - SECTIONAL

Cat.

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

(Threaded both ends)

. No. 90-85— 1/2" diam. x 8" long - 5 Ibs. - 8 0z.
. 91-10S — 1/2" diam x 10" long - 7 Ibs.

. 94-85 — 5/8" diam. x 8’ long - 7 Ibs.

. 94-10S — 5/8" diam. x 10" long - 9 lbs.
. 97-85 — 3/4" diam. x 8’ long -10 Ibs.

. 97-10S — 3/4" diam. x 10" long - 13 Ibs.
. 97C-10S — 1" diam. x 10" long - 18 Ibs.

ALL ITEMS

uL467
uL9s
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SOLID COPPER
Cat. No. 90-8-C— 1/2" diam. x 8’ long - 6 Ibs. - 6 oz.
. 91-10-C — 1/2" diam. x 10" long - 8 Ibs.

. 94-8-C — 5/8" diam. x 8" long - 10 Ibs.

Cat. No. 94-10-C—5/8" diam. x 10" long - 12 Ibs. - 8 oz.
. 97-8-C — 3/4” diam. x 8’ long - 14 Ibs. - 6 oz.
. 97-10-C — 3/4” diam. x 10" long - 18 Ibs.

. 97C-10-C — 1” diam. x 10’ long - 32 Ibs.

Cat. No.
Cat. No.

Cat. No.
Cat. No.
Cat. No.

STAINLESS STEEL

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

No. 90-8ST—1/2" diam. x 8’ long - 5 Ibs. - 11 oz.
No. 91-10ST—1/2" diam. x 10" long - 7 Ibs.- 2 oz.
No. 94-85T—5/8" diam. x 8’ long - 9 Ibs.

No. 94-10ST - 5/8" diam. x 10" long - 11 Ibs.
No. 97-8ST—3/4" diam. x 8' long - 12 Ibs. - 13 oz.

. No. 97-10ST — 3/4" diam. x 10" long - 16 Ibs.

No. 97C-8ST— 1" diam. x 8" long- 22 Ibs. - 11 oz.
No. 97C-10ST — 1" diam. x 10’ long - 27 Ibs.
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GROUND ROD CLAMPS .

TAP TYPE GROUND CLAMP

Heavy cast bronze tap type ground rod clamp with
5/16" stainless steel bolts for tension on rod. No. 98 (1/2"
size) has 2" contact length along axis of rod and will handle
main sized cables through 5/8" diameter. No. 98A has 3"
contact length and will handle main sized cables through 3/4"
diameter. No. 98B has 3" contact length and will handle main
sized cables through 7/8" diameter. Overall dimensions - 98:
2" x1-1/2"-98A: 3" x 2"-98B: 3" x 2-1/4". Suggested
torque - 150 in./Ibs.

Copper
Cat. No. 98 —for 1/2" Rod - 4.8 oz

Cat. No. 98A —for 5/8" Rod - 6.4 oz.
Cat. No. 98B — for 3/4" Rod - 7.8 oz.

Typical Use
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[
BUS TYPE GROUND CLAMP
Heavy cast bronze bus type ground rod
clamp with 5/16" bronze bolt tension
on rod. Al clamps have 2 -1/4” contact L)
length along axis of rod and 4” cable
contact. For main sized cables through Typical Use
No. 605. Suggested torque: 150 in./Ibs. "ﬂa%
@
el
o

Copper v

Cat. No. 99 —for 5/8” Rod - 15.6 oz.
Cat. No. 99A —for 3/4" Rod - 15 oz.
Cat. No. 99B —for 1/2" Rod- 1lb.- 1 oz.
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GROUND ROD COUPLINGS

Made of strong copper alloy.

Cat. No. 203-G2 —for 1/2" Ground Rod - 2.2 oz.
Cat. No. 203-G5 —for 5/8” Ground Rod - 3.8 oz.
Cat. No. 203-G6 —for 3/4” Ground Rod - 4.8 oz.
Cat. No. 203-G8 —for 1" Ground Rod - 13.3 oz.

Coupling

GROUND ROD DRIVING STUD

For use with couplings fo protect threads.
Made of high strength steel.

Cat. No. 23262 — for 1/2” Coupling - 1.8 oz
Cat. No. 232-G5 — for 5/8" Coupling -3 oz
Cat. No. 232.G6 — for 3/4” Coupling - 5.3 oz.
Cat. No. 232-G8 — for 1" Coupling - 9.8 oz.

Driving Stud
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GROUND PLATES

COPPER FLAT PLATES

Copper ground plates are used for installation in place of ground rods where shallow
topsoil is encountered -for soil depth of 1 ft. 6 in. use No. 88X (two square feet) plate
—for shallow soil depth less than 1 ft. & in. place ground plate as deep as possible using
No. 88A (eight square feet) plate ~where no topsoil is present, run conductor on bedrock
for 12 feet (attaching to bedrock a maximum of 3 feet spacing) and terminate in ground
plate -for main sized cables through No. 605.

Copper
Cat. No. 88X — 12 x 12"~ 1 Ib.- 15 oz
Cat. No. 88— 12" x 24" -3 Ibs. - 7 oz.
Cat. No. 88A — 24" x 24" -6 Ibs. - 5 oz
Cat. No. 8B — 36" x 36" - 13 Ibs. - 13 oz.

Typical use on
downlead cable

88X = 2ft2
88 = 4ft

88A = 8ft?
88B = 18ft

- \
No. 88A with (2)
cable connections
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No. 88 with (1)
cable connection
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PVC GROUND ACCESS WELLS

Ground Access Wells of Schedule 40
PVC — 1/4" thick galvanized steel lid.

Cat. No. 89A-18 — 6" |.D. x 18" long - 10 Ibs. - 9 oz.
Cat. No. 89A-24 — 6" |.D. x 24" long - 12 lbs. - 3 oz
Cat. No. 89A-36 — 6" |.D. x 36" long - 16 lbs. - 3 oz.

Cat. No. 89B-18 — 8" I.D. x 18" long - 16 Ibs. - 6 oz.
Cat. No. 89B-24 — 8" |.D. x 24" long - 19 Ibs. - 6 oz.
Cat. No. 89B-36 — 8" |.D. x 36" long - 25 Ibs. - 6 oz.

Cat. No. 89C-18 — 10" 1.D. x 18" long - 25 Ibs.
Cat. No. 89C-24 — 10" 1.D. x 24" long - 29 |bs. - 1 oz.
Cat. No. 89C-36 — 10" 1.D. x 36" long - 36 Ibs. - 13 oz.

Cat. No. 89D-18 — 12 |.D. x 18" long - 33 lbs. - 15 oz.
Cat. No. 89D-24 — 12" 1.D. x 24" long - 39 Ibs.
Cat. No. 89D-36 — 12" 1.D. x 36" long - 48 Ibs. - 6 oz.
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ALL THREAD ROD AND
POINT EXTENSION ROD

ALL THREAD ROD
All thread rod with standard N.C. threads.

Available in lengths up to 144" Standard sizes 12",

18", 24", 36",

Copper
Cat. No. 220 - 3/8" dia. 0.57 oz./in.
Cat. No. 221 - 1/2" dia. | oz./in.
Cat. No. 222 - 5/8" dic. 1.6 oz./in.

Aluminum
Cat. No. A221 - 1/2” dia. 0.3 0z /in
Cat. No. A222 - 5/8" dia. 0.48 oz./in.

Stainless Steel
Cat. No. 220S$ — 3/8" dia. 0.5 oz /in
Cat. No. 2218 ~ 1/2" dia. 0.89 oz./in.

POINT EXTENSION ROD

ALLITEMS

Solid copper or aluminum rod for extending length of
points —standard N.C. thread both ends —available in
lengths to 144”. May also be subsfituted for stranded
cable to prevent mechanical damage or fo bridge

open spaces.

Specify exact length required,
such as Cat. No. 212 (1/2" x 48")

Copper
Cat. No. 212 —1/2" dia. 1 oz /in.

Cat. No. 213 —3/8" dia. 0.57 oz /in
Cat. No. 214 —5/8" dia. 1.6 oz./in

Aluminum
Cat. No. A212 - 1/2" dia. 0.3 oz./in.
Cat. No. A214 - 5/8" dia. 0.48 oz./in
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Copper
Cat. No.
Cat.
Cat.
Cat.
Cat.

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

Cat.
Cat.
Cat.
Cat.
Cat.

COUPLINGS AND ADAPTERS FOR POINTS

ROD COUPLINGS
Couplings made of brass or aluminum hex rod for extending point lengths and adapling points fo various special
purpose bases. Overall length 1-1/2".

. 203-2F2F — 1/2”" Female o 1/2" Female 2.2 oz.
. 203-3F3F — 3/8" Female fo 3/8” Female 2.9 oz
. 203-2F3F — 1/2" Female to 3/8” Female 2.6 oz.
. 203-5F5F — 5/8" Female to 5/8” Female 1.8 oz.
. 203-2F5F — 1/2" Female o 5/8” Female 2.1 oz.

. 203-2F2M — 1/2" Female to 1/2” Male 2.1 oz.
. 203-3F3M — 3/8" Female to 3/8" Male 1.8 oz.
. 203-2F3M — 1/2" Female to 3/8” Male 2.1 oz
. 203-3F2M — 3/8" Female o 1/2” Male 2.2 oz.
. 203-5F5M — 5/8" Female to 5/8” Male 2.4 oz.
. 203-2F5M — 1/2" Female to 5/8" Mole 2.2 oz
. 203-5F2M — 5/8" Female to 1/2" Male 2.2 oz

. 203-2M2M — 1/2" Male fo 1/2” Male 1.8 oz
. 203-3M3M — 3/8" Male to 3/8” Male 1.2 oz
. 203-2M3M — 1/2" Male to 3/8" Male 1.4 oz
. 203-5M5M — 5/8" Male to 5/8” Male 2.2 oz.
. 203-2M5M — 1/2" Male to 5/8” Male 2.1 oz

ALLITEMS

Aluminum

Cat.
Cat.
Cat.

Cat.
Cat.
Cat.
Cat.

Cat.

Cat.
Cat.

Male to Male

No.
No.
No.

No.
No.
No.
No.

No.
No.
No.

. A203-2F2F — 1/2" Female to 1/2" Female 0.8 oz.
. A203-5F5F — 5/8" Female 1o 5/8" Female 0.6 oz
. A203-2F5F — 1/2" Female o 5/8" Female 0.6 oz

. A203-2F2M — 1/2" Female fo 1/2” Male 0.6 oz.
. A203-5F5M — 5/8" Female to 5/8" Male 0.8 oz.
. A203-2F5M — 1/2" Female to 5/8” Male 0.8 oz.
. A203-5F2M — 5/8" Female fo 1/2” Male 0.6 oz.

. A203-2M2M — 1/2” Male to 1/2" Male 0.8 oz.
. A203-5M5M - 5/8" Male to 5/8" Male 1 oz
. A203-2M5M — 1/2" Male to 5/8" Male 1 oz

Female fo Male  Female fo Female
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BASE CENTER SET
Machined brass or aluminum fitings for use on all srap type point bases or for adapling points to metal surface up
1o 1/8" thick. Nut drlled and tapped with 3/8%, 1/2" or 5/8" NC thread — bolt has 1/2" or 5/8" NC thread
NOTE: When ordering aluminum base center sel, No. A143L stainless steel lockwasher should also be ordered
for fightening

Copper

Cat. No. 803-2—1/2" nut- 1.4 oz,

Cat. No. 803-3 - 3/8" nut- 1.6 0z

Cat. No. 803-5 - 5/8” nut- 1.4 oz. Nut

Cat. No. 804-2 - 1/2" bolt- 0.8 oz.
Cat. No. 804-5 — 5/8" bolt-0.7 oz.
Bolt
Aluminum
Cat. No. A803-2 — 1/2" nut-0.4 oz.
Cat. No. A803-5 — 5/8" nut- 0.4 oz

Cat. No. AB04-2 — 1/2" bolt- 0.21 oz
Cat. No. A804-5 — 5/8” bolt - 0.15 oz.
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DOUBLE SWIVEL ADAPTERS AZIEMS

Double swivel adapters for use with standard points and bases to aer direction of point — each
end threaded or drilled and tapped for desired use. Overall dimensions - 3-1/4" long x 1"

diameter.

HEAVY CAST SWIVEL

Copper

Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.
Cat. No.

836-2F2F
8362F2M
836-2F3F
8362M3F
836-3F3F
836:3F3M
836-2F5F
8362M5F
836-5F5F
836-5F5M

Aluminum

Cat. No.
Cat. No,
Cat. No.
Cat. No.
Cat. No,
Cat. No.

. AB36-2F2F
. AB36-2F2M
. AB36-5F5F
. AB36-5F5M
. AB36-2F5F
. AB36-2M5F

1/2” Female to 1/2* Female - 8.3 oz
1/2” Female o 1/2" Male - 10.2 oz.
1/2” Female o 3/8" Female - 8.5 oz
1/2” Male to 3/8" Female - 10.4 oz.
3/8” Female o 3/8" Female - 8.6 oz
3/8" Female fo 3/8” Male - 9.8 oz
1/2” Female fo 5/8" Female - 8.1 oz
1/2” Male to 5/8" Female - 10.2 oz.
5/8" Female to 5/8" Female - 8 oz.
5/8" Female fo 5/8” Male - 10 0z

1/2" Femaleto 1/2 Female - 3 oz.
1/2” Female o 1/2* Male - 3.7 oz.
5/8" Female fo 5/8" Female - 3 oz.
5/8" Female to 5/8” Male - 4 oz.

1/2” Female fo 5/8" Female - 3 oz.
1/2” Male to 5/8" Female - 3.9 oz.

Female fo Female

Typical use on
sloping surface point
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MACHINED SWIVEL MADE OF HEX BRASS OR ALUMINUM

Copper

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

No.

837-2F2F
. 837-2F2M
. 837-2F3F
. 837-2M3F
. 837-3F3F
. 837-3F3M
. 837-2F5F
. 837-2M5F
. 837-5F5F
. 837-5F5M

Aluminum

Cat.
Cat.
Cat.
Cat.
Cat.
Cat.

. No.
. No.
. No.
. No.
. No.
. No.

. AB37-2F2F
. AB37-2F2M
. AB37-2F5F
. AB37-2M5F
. AB37-5F5F
. AB37-5F5M

1/2" Female to 1/2" Female - 5.4 oz.
1/2" Female to 1/2" Male - 5.3 oz.
1/2” Female to 3/8" Female - 5.4 oz
1/2” Male to 3/8" Female - 5.6 oz.
3/8 Female fo 3/8" Female - 5.8 oz
3/8" Female fo 3/8" Male- 5.3 oz.
1/2” Female to 5/8" Female 5 oz.
1/2" Male to 5/8" Female 5.3 oz.
5/8" Female fo 5/8" Female 4.8 oz.
5/8" Female fo 5/8" Male 5.6 oz.

1/2" Female to 1/2" Female - 2.1 oz.
1/2” Female to 1/2" Male -2.1 oz
1/2" Female to 5/8" Female - 2.1 oz.
1/2” Male to 5/8" Female - 1.8 oz.
5/8" Female fo 5/8" Female - 2.2 oz.
5/8" Female to 5/8” Male - 2.1 oz.
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STRAIGHT POINT BASE

Heavy cast bronze o aluminum straight point base for use when
cable extends in ine with point. One end drilled and tapped o
receive point - one end fo receive cable. Two 1/4 sef screws
for pressure on cable. Available in No. 42 smallsize for copper
cables No. 1, No. 2 and No. & with points 3/8" and 1/2"
diameter. Large size No. 42L and No. A42L for main sized cables
with points 3/8", 1/2" or 5/8" diameter. 42 series dimensions
-3.1/4% x 3/4". 421 series dimensions - 5" x 1".

Specify diameter of point — 3/8", 1/2” or 5/8".

Cat. No. 42 — Copper-5.8 oz.
Cat. No. 42L — Copper- 10.4 0z
Cat. No. A42 — Aluminum - 3.5 oz. (only for A3 cable)
Cat. No. A42L — Aluminum - 4 oz.
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Typical use on
pole top

Typical use
on chimney or
metal housing
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SIDE MOUNT POINT BASE @

Heavy cast bronze or aluminum slide mount point base for use on
vertical and/or horizontal cable run. Point base can be threaded
for 3/8", 1/2", or 5/8" point. Bolt tension cable holder with
111/2” contact. Two anchor holes for fasteners. For main sized
cables through No. 605. Overall dimensions - 2:5/8" x 1-13/16" @

Specify diameer of point — 3/8", 1/2", or 5/8"

Cat. No. 42AN — Copper vertical side mouni - 12.9 oz
Cat. No. A42AN — Aluminum verfical side mount - 4.6 oz.
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TEE POINT BASE

gh No. 605. Ove

throu,

cables.

cify diameter of point — 3/8", 1/2" or 5/8"

Spe

Cat. No. 42H — Copper- 11.1 oz.

Cat. No. A42H — Aluminum - 4.2 oz.
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CAST RIDGE OR FLAT POINT BASE @

Heavy cast bronze or aluminum point base for use on ridge, flat or sloping roof — shipped flat but
may be formed to fit roof — four anchor holes for nail or screw — boll tension cable holder with
2.1/2 inch contact for main sized cables through No. 605. Overall dimensions of 44 - 3.1/4"
x 10-1/4". Overall dimensions of 44L - 3-3/4" x 13 - 1/4"

Specify diameter of point — 3/8 or 1/2".
Adapter required for 5/8" threads.

Cat. No. 44 — Copper- 14.6 oz.
Cat. No. A44 — Aluminum - 4.6 oz.
Cat. No. 44L - Copper- 1 Ib.- 5 oz.
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STRAP RIDGE POINT BASE @

Strap copper or aluminum point base for use on ridge, flator sloping roof — shipped flat but may
be formed fo fit roof — copper base 0.064° thick, aluminum base 0.100° thick — 2.1/2” wide,
12" long —four anchor holes for nails or screws — bolttension cable holder with 2.1/2" contact
for main sized cables through No. 605.

Specify diameter of point - 3/8, 1/2" or 5/8°

Cat. No. 45 — Copper - 13.6 oz.
Cat. No. A5 — Aluminum - 6.2 oz
Cat. No. 45T~ Tinned Copper- 13.6 oz.

Typical application
on oll ridge roof
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Adhesive Type — Adhesive contact area - 30 in” = -
Cat. No. 45A — Copper- 13.2 oz. S SA -
Cat. No. A45A — Aluminum - 6 oz v €

Cat. No. 45AT —Tinned Copper - 13.2 oz
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STRAP RIDGE POINT BASE

Copper or aluminum strap point base for use on ridge, flat or sloping roof — shipped formed for
oll ridge but may be formed easily to it roof — copper base 0.064" thick, aluminum base 0.100"
thick — 2.1/2" wide, 12" long — four anchor holes for nails or screws — crimp type cable holder
with 2* contact for cables.  For main sized cables.

FORCLASS |
STRUCTURES.
ONLY

Specify diameter of point —3/8", 1/2", or 5/8" /\

Cat. No. 458 — Copper - 12.6 oz.
Cat. No. A45B — Aluminum - 5.6 oz
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CONCEALED RIDGE POINT BASE

FORCLASS |
STRUCTURES
Copper or aluminum sirap type point base with compression cable holder under center — for onLY
installation on ridge where cable is run exactly af ridge under asphalt or wood roof shingles —
copper 0.064" thick, aluminum 0.100" thick — base 2-1/2" wide, 12* long with cable holder
confact 2-1/2" long. For main sized cables

Specify diameter of point — 3/8", 1/2°, or 5/8".

Cat. No. 45BX — Copper - 13.6 oz.
Cat. No. A45BX — Aluminum - 6.9 oz.

Typical use on
tidged roof
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STANDING SEAM POINT BASE

Heavy cast bronze or aluminum base for use on standing seam roof. Will accept seam
width up to 3/4”. Adjusiable for cable run in either direction. Rubber caps included on
bols o prevent damage fo roof. Swivel adapter adjusts o alter direction of pointfor sloping
raofs. Bolttension cable holder with 1-1/2" contact for main sized cables through No. 605
Overall dimensions - 3-1/2” x 2 x 3-3/4". Maximum recommended forque on mounting
bolts: 15 in / Ibs.

Specify diameter of point - 3/8°, 1/2” or 5/8"

Cat. No. 649 — Copper- 1 Ib.- 2 oz
Cat. No. A649 — Aluminum - 6.6 oz {
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TOP MOUNT POINT BASE

Heavy cast bronze or aluminum metal point base — over 8 square inches
of contact surface — 1-1/2” cable contact. May be fastened to flatsurfaces
with metal screws, wood screws, bolts and nuts or may be brazed. For
main sized cable through No. 605. Overall dimensions - 2-1/4" x 4"

Specify diamefer of point — 3/8" or 1/2".
Adapter required for 5/8" threads.

Cat. No. 656P — Copper - 11.6 oz.
Cat. No. A656P — Aluminum - 4 oz.
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Typical use on
mefal surfoce
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SIDE RIDGE POINT BASE

Heavy cast bronze or aluminum side ridge point base for use on back side of
r00fto hide mounting from view. May be set below ridge cap or ridge vent with
point extending 10° minimum above ridge. Shipped for 5:12 pitch roof but may
be formed for other roof pitch — two anchor holes for nail or screw — bolt fension
cable holder with 2.1 /2" contact — for min sized cables through No. 605 —for
points 3/8" or 1/2" diameter. Overall dimensions - 2-1/2"x 7-1/2".

Specify diameter of point — 3/8" or 1/2"
Adapter required for 5/8" threads

Cat. No. 47 — Copper- 11.4 oz.
Cat. No. A47 — Aluminum - 3.7 oz.
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TILE ROOF POINT BASE AND CABLE FASTNER A.Ttvs

TILE ROOF POINT BASE

Copper or aluminum strap point base for “no hole” nstallation on Spanishfile ridge cap or glazed
tile wall cop — 2-1/2" wide with two 17 bolts to draw tigh fo ile — cable contact 2-1/2” for main
sized cables through No. 605. Overall dimensions - 2-1/2" x 11-1/2".

Standard length for 12" fle — longer span length available upon request.
Specify diameter of point — 3/8” , 1/2", 5/8"

Cat. No. 48A — Copper- 1 lb. - 6 oz.
Cat. No. A48A — Aluminum - 6.9 oz.

Typical pplication
ontile wall cop.
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TILE ROOF CABLE HOLDER

Copper or aluminumstrap cable holder for “no hole* nstallafion on Spanish e ridge cap or glazed
tile wall cop — 5/8" wide with 1" bolt o draw fight o tile. Includes No. 72 loop,

For main and secondary sized cables through No. 604. Overall dimensions - 5/8" x 11-1/2".

Standard length for 12" fle — longer span length available upon request

Cat. No. 76X — Copper-3.2 oz.
Cat. No. A76X — Aluminum - 1.2 oz




image39.png
FLUE LINER/V.T.R. POINT BASE

Heavy cast bronze or aluminum point base for use on
vim of clay il or glazed fle flue finer. Draws fight with
two 1/4” sat screws on fle thickness to 1-1/4 — cable
contact 1-1/2" with two 1/4" set screws for pressure. For
‘main sized cables through No. 605 and for points 3/8"
and 1/2" in diameter. Copper bases can be cadmium
plated to prevent corrosion from flve gases. Overall
dimensions - 3 x 3" x 1”. Maximum recommended
torque on mounting bolts 25in/lbs
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COMBINATION POINT BASE

Heavy cast bronze or aluminum combination point base for side
mount or top mount applications. Point base can be threaded
for 3/8", 1/2" or 5/8" point. Bolt tension cable holder with
1-1/2"contact. Three anchor holes forfasteners. For main sized cables
through No. 605. Over 8 in? surface area contact. Overall
dimensions - 3-1/2" x 2-3/8".

Specify diameer of point - 3/8", 1/2" or 5/8"

No. 637A or A637A

Copper
Cat. No. 637A — Vertical side mount - 13.4 oz.
Cat. No. 637B — Horizontal top mount - 13.4 oz.

Aluminum
No. 637B or A637B Cat. No. A637A — Vertical side mount- 4.8 oz.
Cat. No. A637B — Horizontal top mount - 4.8 oz.
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Side mount application
with vertical cable run

Top mount application

Side mount application




image43.png
FLAT SURFACE POINT BASE

Heavy cast bronze or aluminum fla surface point base for mounfing on masonry, wood or
metal—four anchor holes for nails or screws —twa holes only required on masonry — 1-1/2"
bolt tension cable contact for main sized cables through No. 605. Overall dimensions

6-1/4"x 6-1/4".

Specify diameer of point — 3/8" or 1/2".
Adapler reqired for 5/8” threads

Cat. No. 120 — Copper - 11.4 oz.
Cat. No. A120 — Aluminum - 3.7 oz.
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Typical application

on metal deck

§
%
&

3
H
H
H
H




image45.png
CONE VENT POINT BASE

Heavy cost bronze or aluminum point base for use on metal vent with cone
shapedtop —three anchor holes for metal screws or bolts and nuts—top threaded
toreceive 3/8” or 1/2" point— 2-1/2 bolttension cable contactfor main sized
cables through No. 605. Overall dimensions - 3" x 5 diameter.

Specify diameter of point — 3/8" or 1/2”
Adapter required for 5/8" threads.

Cat. No. 624 — Copper - 1 Ib.- 3 oz.
Cat. No. A624 — Aluminum - 5.8 oz.
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PIPE AND HANDRAIL POINT BASE @

Heavy cast bronze or aluminum clampiype point base for use on
pipes and handrails —draws fight under bolt ension —may be used
with or without cable run on pipes with sidewall thickness 0.064
in. minimum — 1-1/2" contact clong axis of pipe — for use with
main sized cables through No. 604. Overall dimensions - 631A
2.1/2°x 1-3/4"- 6318 4-1/4"x 1-1/2"- 631C5.1/2" x 11 /2"

Copper
Cat. No. 631A—for 3/4” 1o 1-1/2” OD pipes - 11.2 oz

Cat. No. 631B — for 1-3/4” 10 2-1/2" OD pipes- 1 Ib.- 3 oz
Cat. No. 631C for 2:1/2" to 4-1/2" OD pipes- 1 Ib. - 4 oz

Aluminum

Cat. No. A631A —for 3/4" to 1-1/2" OD pipes- 4 oz.
Cat. No. A631B — for 1-3/4" to 2-1/2" OD pipes - 6.6 oz
Cat. No. A631C — for 2-1/2" to 4-1/2" OD pipes-7.2 oz.

Specify diameter of point — 3/8", 1/2", or 5/8".
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ADJUSTABLE POINT BASE

Heavy cast bronze or aluminum adjustable point base — for horizontal, verfical or pitched roof mounting
—three 5/16” mounting holes for 1,/4" anchors —any combination of two will provide supportin masonry
or metal — cable contact 2-1/2" for main sized cables through No. 605. Overall dimensions - 3-1/2”
X31/2" x 2:3/4"

Specify diameter of point - 3/8", 1/2", or 5/8*

Cat. No. 636 — Copper- 1 Ib.- 4 oz
Cat. No. A636 — Aluminum - 6.6 oz.




image50.png




image51.png
CAST ADHESIVE POINT BASE @

Heavy cast bronze or aluminum adhesive point base for mounfing on flator gently sloping roofs —
used where no holes can be made in mounfing surface, such as builtup far and gravel or membrane
roofing. Cable contact 1-1/2" for main sized cables through No. 605 — base should be set with
application of hot roof pitch or compatible adhesive compound. Overall dimensions - 3-1/2" x
41/4". Overall adhesive contact area - 14.875 in’.

Specify diameter of point —
3/8",1/2", 01 5/8"

Cat. No. 638N — Copper- 1 1b.- 4 oz
Cat. No. A638N — Aluminum - 6.4 oz.

Typical applications on builtup.
tar and gravel surfaces
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CAST ADHESIVE POINT BASE
WITH CAST SWIVEL

Heavy cast bronze or aluminum adhesive point base for mounfing on flat or gently sloping
roofs - used where no holes can be made in mounting surface, such as builkup far and gravel
or membrane roofing — adjustable point holder. Cable contact 1-1/2" for main sized
cables through No. 605. Base should be set with application of hot roof pitch or compatible
adhesive compound. Overall dimensions - 3-1/2" x 4-5/16” x 2-3/4". Overall adhesive
contact area - 15.1 in?.

Specify diameter of point — 3/8", 1/2°, or 5/8".

Cat. No. 638 — Copper- 1 Ib.- 13 oz
Cat. No. A638 — Aluminum - 8 oz
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Typical applications on builtup
tar and gravel surfaces
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UNIVERSAL POINT BASE

Heavy cast bronze or aluminum combination point base for all
mounting applications. Swivel can be threaded for 3/8", 1/2" or
5/8" point. Bolttension cable holder with 1-1/2” confact and three
anchor holes for fasteners. When used in an adhesive application,
the base should be set with compatible adhesive compound. We
recommend using addifional bracing when using points faller than
18" with this base. For main sized cables through No. 805. Overall
dimensions - 2-5/16" x 3-5/8". Overall adhesive contact area - 8.3 in”

Specify diameter of point — 3/8", 1/2", or 5/8"

Cat. No. 637U — Copper- 1 Ib.- 3 oz
Cat. No. A637U — Aluminum - 7 oz.




image1.png
ALUMINUM CONDUCTORS IR
(For Main Conductor Use)

STANDARD OF THE INDUSTRY FOR
STRUCTURES 75’ HIGH OR LESS
Cat. No. Al 26 strands of 14 gauge bare aluminum
wire in basket weave configuration, 1/2" diameter,
106,800 circular mil cross section, (#1/0 AWG). Weight -
of aluminum - 102 pounds per 1,000 minimum.

OTHER SMOOTH WEAVE OR BASKET WEAVE
ALUMINUM CABLES

Cat. No. A2 — 28 sirands of 14 gauge bare aluminum
wire, 9/16" diamefer, 115,000 circular mil cross section N
Weight of aluminum — 112 pounds per 1,000 minimum

Cat. No. A3 — 24 sirands of 14 gauge bare aluminum
wire, 1/2" diameter, 98,600 circular mil cross section
Weight of aluminum - 95 pounds per 1,000" minimum. ->

STANDARD OF THE INDUSTRY FOR
STRUCTURES OVER 75 HIGH

Cat. No. A604 — 31 strands of 0.0783" diameter bare
aluminum wire in basket weave configuration, 9/16"

diameter, 192,000 circular mil cross section (#4/0 AWG). -
Weight of aluminum — 191 pounds per 1,000" minimum.





image55.png
Adhesive Application

Side mount applicafion
with vertical cable run
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STAMPED ADHESIVE POINT BASE @

Bare copper or aluminum strap point base for adhesive mounting where no holes can be made
in mounfing surface such as membrane roofing — copper base 0.064” thick, aluminum base
0.100" thick ~ bolt tension cable holder with 2-1/2" cable contact for main sized cables
through No. 605. Base should be set with application of hot roof pitch or adhesive compatible
with roofing material. Overall dimensions - 2-1/2 x 9". Overall adhesive contact area- 22.5 in’.

Specify diameter of point —3/8", 1/2", 5/8"

Cat. No. 646A — Copper- 102 oz.
Cat. No. A646A — Aluminum - 4.6 oz

Typical Application
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METAL MOUNT POINT BASE

Bare copper,tinned copper, or aluminum strap point base for use on metol surface 3/16” thck or
more where bottom of metal object uses bonding plate. May be used on metal fans, vents, hoods,
evaporative coolers and like equipment less than 3/16” thick, but cable connection is required
Shipped flat but may be formed for sloping metal. Base contact surface exceeds & square inches
Copper base 0.064” thick; Aluminum base 0.100° thick - 2-1/2" wide, 5-1/2” long — four holes
for sheet metal screws.

Specify diameter of point — 3/8°, 1/2", or 5/8"

Cat. No. 645 — Copper- 6.9 oz
Cat. No. 645T —Tinned Copper- 6.9 oz.
Cat. No. A645 — Aluminum - 3 oz
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NARROW WALL POINT BASE gL

Bare copper, tinned copper, or aluminum strap point base for use on narow masonry or metal
capped wall or roof equipment — shipped flat but may be formed to fit various wall designs —
Copper base 0.064” thick; Aluminum base 0.100 thick — four anchor holes for nails o screws,
two anchor holes for bolts — bolt tension cable holder with 2-1/2” contact for main sized cables
through No. 605.

Specify diameter of point — 3/8", 1/2", or 5/8".

21/2" wide, 7-1/2" long

Cat. No. 646 — Copper - 10.2 oz
Cat. No. 646T —Tinned Copper- 10.2 oz.
Cat. No. A646 — Aluminum - 4.6 oz
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2-1/2* wide, 5-1/8 " long

Cat. No. 646N — Copper- 8.6 oz.
Cat. No. 646NT Tinned Copper - 8.6 oz.
Cat. No. A646N — Aluminum -3.7 oz
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OFFSET WALL POINT BASE @

Heavy cast bronze or aluminum offset wall point base — point adapter offset 2" from mounting
surface —four 5/16” mounting holes for 1/4” anchors — any combination of two will provide
support in masonry or metal — cable contact 1-1/2” for main sized cables through No. 605
Overalldimensions - 2.3/4" x 2-3/4" x 4-1/2".

Specify diameer of point —3/8°, 1/2”, or 5/8".

Cat. No. 642 — Copper- 1 Ib. -2 oz.
Cat. No. A642 — Aluminum -6 oz.
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Typical applications
on masonry wall
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SPECIAL PURPOSE POINT BASE ALIEMS
AND CABLE HOLDER @

RIDGE POINT BASE
Ridge point base, used to hold point away from roof — made of 2-1/2”
wide sirip — copper base 0.064” thick, aluminum base 0.100" thick
~1-1/2" cable contact — may be formed o fit slope of roof. For main
sized cables.

Specify diameter of point — 3/8" or 1/2".
Adapler required for 5/8” threads.

Cat. No. 6138 — Copper- 1 |b.- 3 oz.
Cat. No. A613B — Aluminum - 8.6 oz.
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RIDGE CABLE HOLDER
Ridge cable support, made of 2-1/2” wide copper or aluminum sirip —
1-1/2” cable contactfor use in holding cable away from roof ~may
be formed to fit slope of roof. For main sized cables.

Cat. No. 614C — Copper- 1 b.- 1 oz
Cat. No. AG14C — Aluminum - 8.5 oz.
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COPPER CONDUCTORS ALLITEMS
(For Main Conductor Use) @

STANDARD OF THE INDUSTRY FOR
STRUCTURES 75 HIGH OR LESS

Cat. No. 1- 32 strands of 17 gauge bare copper wire in baske! weave

configuration, 7/16" diameer, 65,500 circular mil cross section. Weight of copper
—201 pounds per 1,000'minimum.

OTHER BASKET WEAVE
CCOPPER CABLES AVAILABLE

Cat. No. 234 strands of 17 gauge bare copper wire, 7/16” diameter, 69,600
circular mil cross section. Weight of copper — 214 pounds per 1,000 minimum

Cat. No. 336 strands of 17 gauge bare copper wire, 7/16" diameter, 73,700
circular mil cross section. Weight of copper — 227 pounds per 1,000 minimum

Cat. Ne. 6 - 30 sirands of 17 gauge bare copper wire, 7/16" diameter, 61,400
circular mil cross section. Weight of copper — 188 pounds per 1,000 minimum.

TINNED COPPER CONDUCTOR
(For Use on White or
Light Colored Buildings)

Cat. No. 1T - 32 strands of 17 gauge finned copper wire in basket weave
configuration, 7/16" diameter, 65,500 circular mil cross section. Weight — 202
pounds per 1,000 minimum,
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FIBERGLASS MAST POLE

Heavy mast pole assembly consisting of a length of fiberglass mast pole,
threaded rod, pipe caps, exothermically cable tap fo the bottom of the
threaded rod, and a 24 lightning rod. For main sized cables through No.
605. Overall dimensions - 2" OD x length.

Cat. No. 10F — Copper 10"~ 19 Ibs.
Cat. No. 14F — Copper 14'-22 Ibs. -5 oz.
Cat. No. 16F — Copper 16'- 26 lbs
Cat. No. 20F — Copper 20’ - 40 lbs.
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PIPE AND HANDRAIL POINT BASE

Tinned copper or aluminum strap pointbase for use
on pipe or handrail where cable run i not required
—drawstight to pipe under bolt tension — bronze or
aluminum point holder will accept 3/8", 1/2" or
5/8" points — base has 2-1/2" contact along axis
of pipe — available in all pipe sizes upon request
Used on hand rails that are at least 0.064" thick or
greater. Minimum contact area - 13 in?.

Specify diameter of point —
3/8%,1/2", o1 5/8"

Copper
Cat. No. 672A — for 1.660° O.D. Pipe-8.9 oz
Cat. No. 6728 —for 1.90° O.. Pipe-9.2 oz
Cat. No. 672C —for 2.375°0.D. Pipe - 9.6 oz.
Cat. No. 672D —for 2.875" O.. Pipe - 10.1 oz
Cat. No. 672E — for 4.5°0.D. Pipe - 11.6 oz.

Aluminum

Cat. No. A672A~for 1.660" O.D. Pipe-4.4 oz.
Cat. No. A672B — for 1.90” O.D. Pipe - 4.5 oz.
Cat. No. A672C —for 2.375"0.D. Pipe - 4.7 oz.
Cat. No. A672D — for 2.875" O.D. Pipe - 5 oz
Cat. No. A672E —for 4.5"0.D. Pipe - 5.8 oz.
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Typical use on
horizonal pipe
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TOP MOUNT POINT BASE

Heavy cast bronze or aluminum point base for mounfing on narrow
precast masonry wall, on metal raof surface or flat handrail. Provided
with two anchors for masonry or mefal — bolt tension cable holder
with 2-1/4" contact for main sized cables through No. 605. Overall
dimensions - 2-1/4" x 2-1/4" x 1-3/4".

Specify diameter of point — 3/8" or 1/2".
Adapter required for 5/8" threads.

Copper
Cat. No. 687 — with No. 86 masonry anchors - 14.2 oz
Cat. No. 687A — with 1/4” bolts and nuts for metal - 13.2 oz.

Aluminum
Cat. No. A687 — with No. 86 masonry anchors - 6.4 oz.
Cat. No. A687A —with 1/4" bolts and nuts for metal - 5.4 oz.
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onmetal Typical use on

masonry wall
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Typical use ’\
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TRIPOD POINT BRACE

Specify diameter of point used with brace
3/8",1/2" or 5/8".

Three leg point brace made of galvanized stes! or bare copper
with 1/4” diameter legs and heavy washers. For use with nails,
screws or bols. Available with adhesive shoes for use on builtup
tar and gravel or membrane roofing.

Typical Application
on builtup roof
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Typical Application
on ridge roof

Cat.
Cat.

Cat.
Cat.

Cat.
Cat.

Cat.
Cat.

Cat.
Cat.

Typical Application
on builtup roof

. 43-18G — Galvanized, 18" long - 11.5 oz.

. 43-18C — Copper, 18" long - 14.2 0z

. 43246 — Galvanized, 24" long - 1lb. -2 oz.
. 43-24C — Copper, 24" long - 11b.- 3 oz

. 43-36G — Galvanized, 36" long - 1lb. - 10 0z.
. 43-36C — Copper, 36" long - 1lb. - 12 0z.

. 43-42G — Galvanized, 42° long - 1lb. - 14 0z.
. 43-42C — Copper, 42" long - 2 Ibs.

. 43-48G — Galvanized, 48" long - 2 Ibs.

. 43-48C — Copper, 48" long - 2 Ibs. - 5 oz.

NOTE: Add suffix “A" after above Catolog Numbers
when adhesive shoes are needed. Add 1 oz. for copper,
0.3 oz for galvanized braces

Longer braces available on request.
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PIPE CLAMP POINT HOLDER

Heavy cast bronze or aluminum pipe clamp point holder for
supporling points on pipe mass, obsiruction lights,efc. - 1-1/2"

@ surface contact along axis of pipe. Overall dimensions- 63APH
2:1/2" x 1:3/4" - 63BPH 41/4” x 1:1/2" - 63CPH 5.1/2"
x1-1/2".

Copper
Cat. No. 63A-PH — For 3/4” 1o 1-1/2" OD pipe -9 oz
Cat. No. 63B-PH — For 1-3/4" 10 2.1/2° OD pipe - 1 Ib
Cat. No. 63C-PH—For 2:1/2" o 4-1/2" OD pipe- 1 Ib.- 1 oz

Aluminum

Cat. No. A63A-PH — For 3/4" fo 1-1/2" OD pipe - 3.4 0z
Cat. No. A63B-PH —For 1-3/4" to0 2:1 /2" OD pipe- 6.1 oz.
Cat. No. A63C-PH — For 2-1/2" fo 4-1/2" OD pipe- 6.6 oz.

Typical use
on pipe mast
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STAND-OFF POINT HOLDER @

ADJUSTABLE POINT HOLDER

Cast bronze or aluminum point holder with adjustable threaded rod for
irregular surface mounfing — 3/8” rigid rod for support with two nuts
and washers for locking on mounting surface — 1/4” set screw on point —
standard rod length 6” ~ longer or shorter rod available. Overall holder
dimensions - 1" x 13/4” + rod length.

Cat. No. 653 — Copper- 6.1 oz
Cat. No. A653 — Aluminum - 2.9 0z.
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COPPER AND ALUMINUM CONDUCTORS
(For Special Purpose Systems
of Lightning Protection
and Grounding)

Cat. No. 605 37 strands of 0.0756" bare copper
wire in conceniric configuration, 1/2" diameter,
211,500 circular mil cross section, (#4/0 AWG) -
Weightof copper - 653 pounds per 1,000".

Cat. No. 605T—37 sirands of 0.0756" finned copper wire
in concentric configuration, 1/2” diameter, 211,500 circular
il cross section, (#4/0 AWG) - Weight of copper - 657
pounds per 1,000
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STAND-OFF POINT HOLDER

UNIVERSAL POINT HOLDER

Tinned copper or aluminum strap point holder for use in varying lengths on flat or uneven surfaces — 1/4 bolts
draw strap fight around point and secure at mounting — four mouning holes for metal screws or bolts with nuts —
made from flat conductor strap No. 17 copper or No. A16 aluminum — stand offlengths over 8" not recommended

Specify diameler of point - 3/8, 1/2" or 5/8"
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Copper Aluminum

Cat. No. 659-2 — Copper — 2" stand-off - 3.8 oz. Cat. No. A659-2 — Aluminum — 2" stand-off- 2.2 0z.
Cat. No. 659-4 — Copper — 4" stand-off - 5.4 0z Cat. No. A659-4 — Aluminum — 4” stand-off - 2.9 oz.
Cat. No. 659-6 — Copper — 6" stand-off-6.2 0z Cat. No. A659-6 — Aluminum —6” stand-off - 3.4 oz.
Cat. No. 659-8 — Copper — 8" stand-off - 8.8 oz. Cat. No. A659-8 — Aluminum — 8" stand-off- 4.5 oz.

Typical use on &ﬂ Typical use on
curved vent cover mefal hood
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THRU-ROOF AND THRU-WALL ASSEMBLIES * IS

The following pages show various thru-roof and thru-wall assemblies using threadsd rods, nuts,
‘and washers, along with a combination of connectors as described below and as indicated by the
letters added to the part number. {For complete descripfion of the connectors lsted, efer to index
for catalog page on each fem being considered). Cable connectors are for main sized cable.

“CP" means copper base center nut No. 803

(specify 3/8",1/2", or 5/8" threads for point) - 1.6 oz.

“AP* means aluminum base center nut No. ABO3
(specify 1/2" or 5/8" threads for point)- 0.4 oz.

“CT" means copper fee base No. 42AN - 12.9 oz

“AT” means aluminum tee base No. A42AN - 4.6 oz.

“CD” means copper clamp No. 55D-6.1 oz.

“AD” means aluminum clamp No. A55D - 2.4 oz.
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“CL" means copper lug No. 55B- 8.2 oz.

“AL" means aluminum lug No. A558 - 2.6 oz.

“CS" means copper siraight connector No. 42 - 5.8 oz. ) or No. 42L.-( 10.4 oz. )
(specify size of cable being used)

“AS" means aluminum straight connector No. A42L- 3.8 oz.
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THRU-ROOF POINT ADAPTERS

Combination connector used for thru-roof air terminal penetration — draws fight fo top and
bottom of composition or metal roof surfaces. Point adapter nut No. 803 or No. ABO3 at fop
along with neoprene washers and cast bronze or aluminum flashing cone No. 100 or No.
A100 to provide a moisture seal. Your choice of No. 42AN or No. A42AN tee conneclor
or No. 55D or No. A55D clamp for bottom end (either fits all main cables through 9/16”
diameter). For copper-o-<copper connection, all components are copper or bronze except
nuts and washers which are stainless steel — for copperto-aluminum or aluminum-o-aluminum
connection, the threaded rod, nuts and washers are stainless steel. Threaded rod 1/2” diameter,
standard length 24” — other lengths available upon request.

Cat. No. 742CPCT — Copper Paint fo Copper

Tee Connector -3 Ibs. - 1 oz.
Cat. No. 742APCT — Aluminum Point to Copper

Tee Connector - 3 bs.- 0 oz.
Cat. No. 742APAT — Aluminum Point fo Aluminum

Tee Connector - 2 Ibs. - 6 oz.
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Cat. No. 742CPCD — Copper Point fo Copper
Clamp -2 Ibs. - 4 oz

Cat. No. 742APCD — Aluminum Point fo Copper
Clamp - 11b.- 13 oz,

Cat. No. 742APAD — Aluminum Point fo Aluminum
Clamp - 11b.- 1l oz

Other combination of parts can be made as needed.
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THRU-ROOF POINT ADAPTERS

Combination connector used for thru-oof ir ferminal penetration — draws fight to top and
bottom of composition or metal roof surfaces. Neoprene washers are included to provide
a moisture seal. Point adapter nut No. 803 or No. AB03 at top. Your choice of No. 42AN
or No. A42AN tee connector or No. 55D or No. A55D clamp for bottom end [either fits all
main cables through 9/ 16 diameter). For copperto-copper connaction, all components are
copper or bronze except nuts and washers which are stainless steel — for copper-to-aluminum
or aluminumio-aluminum connection, the threaded rod, nuts and washers are stainless steel.
Threaded rod 1/2" diameter, standard length 24" — other lengths available upon request.

Cat. No. 745CPCT — Copper Point fo Copper
Tee Connector-2 lbs. -8 oz.
Cat. No. 745APCT — Aluminum Point to Copper
Tee Connector - 2lbs. - 12 0z. (1=
Cat. No. 745APAT — Aluminum Point to Aluminum \
Tee Conneclor - 2lbs. - 4 oz

<
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Cat. No. 745CPCD — Copper Point fo Copper
Clamp - 1lb.- 15 oz

Cat. No. 745APCD — Aluminum Point to Copper
Clamp - 1lb.- 11 oz.

Cat. No. 745APAD — Aluminum Point fo Aluminum
Clamp- 1lb.-8 oz.

Other combinations of parts can be made as needed.
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THRU-ROOF CABLE CONNECTORS

Combination connector for thruroof cable penetration —draws ightto top and bottom of composition
o metol roof surface. Neoprene washers and a cast bronze or aluminum flashing cone provide a
moisture seal. Cable clamp No. 55D or No. A55D, lug No. 55B or No. A55B, or tee connector
No. 42AN or No. A42AN furnished for either end (any of these connecors fits main sized cables
through 9/16" diameter). For copperto-copper connection, all components are copper or bronze
exceptnuts and washer which are siainless steel for copper-to-aluminum or aluminumio-cluminum
connection, the threaded rod, nuts and washers are stainloss stoel. Threaded rod 1/2" diameter,
standard length 24" — other lengths available upon request.

Cat. No. 743CDCD — Copper Clamp to Copper Clamp - 2 Ibs. -9 oz.
Cat. No. 743ADCD — Aluminum Clamp to Copper Clamp - 11b. - 15 oz.
Cat. No. 743ADAD — Aluminum Clamp to Aluminum Clamp- 11b. - 11 oz
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ALUMINUM CONDUCTORS ALLITEMS
(For Secondary Bonding Use)
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Cat. No. 743CDCT — Copper Clamp to Copper Tee Connector - 3 |bs. - 5 oz.
Cat. No. 743ADCT — Aluminum Clamp fo Copper Tee Connector -3 Ibs. - 1 oz.
Cat. No. 743ADAT — Aluminum Clamp fo Aluminum Tee Connector - 2Ibs. 11 oz

Other combination of parts
can be made as needed.
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THRU-WALL OR THRU-ROOF
CABLE CONNECTORS

Combination connector for thruwall or thruoof penetration giving rigid attachment on both surfaces — assemblies
may be used in masonry construction with one end concealed. Neoprene washers are included fo provide @
moisture seal. Cable clamp No. 55D or No. A55D, lug No. 55B or No. A55B, or tee connector No. 42AN or
No. A42AN furnished for either end (any of these connectors fit main sized cables through 9/16” diameter. For
copperto-copper connection, all components are copper or bronze except nuts and washers which are stainless
steel —for copper4o-aluminum or aluminumo-aluminum connection, the threaded rod, nuts and washers are stanless
steel. Threaded rod 1/2” diameter, standard length 24” — other lengths available upon request.

Cat. No. 744CDCD — Copper Clomp to Copper Clamp - 2 lbs. - 3 oz.
Cat. No. 744ADCD — Aluminum Clamp fo Copper Clamp - 11b. - 13 oz
Cat. No. 744ADAD — Aluminum Clamp o Aluminum Clamp - 11b. - 10 oz
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Cat. No. 744CDCT — Copper Clamp fo Copper Tee Connector- 3 lbs.
Cat. No. 744ADCT — Aluminum Clamp to Copper Tee Connector - 3 lbs. - 1 oz.
Cat. No. 744ADAT - Aluminum Clamp fo Aluminum Tee Connector -2 Ibs. - 11 oz.

Other combination of parts can be made as needed.
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THRU-WALL OR THRU-ROOF
CABLE CONNECTORS

Combinafion connector for thruwall or thru-roof penetrations giving rigid aftachment on both surfaces —assemblies
may be used in masonry construction with one end concealed. PVC sleeve is included to be adhered to roofing
membrane fo provide @ water fight seal. Cable clamp No. 55D or No. AS5D, lug No. 558 or No. A58, or
tee connector No. 42AN or No. A42AN fumished for either end [any of these connectors fit main sized cables
through 9/16" diameter). For copper-o-copper connections, all components are copper or bronze except nufs and
washers, which are stainless steel. For copper-o-aluminum or aluminum-o-aluminum connections, the threaded rod,
nuts and washers are stainless steel. Threaded rod 1/2” diameter, standard length 24 — other lengths available
upon request.

Cat. No. 746ADCD — Aluminum Clamp to Copper Clamp -2 Ibs. - 3 oz.

/\@% Cat. No. 746CDCD — Copper Clomp fo Copper Clamp - 2 lbs. -8 oz.
SZ
E Cat. No. 746ADAD — Aluminum Clamp o Aluminum Clamp - 11b. - 15 oz.
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Cat. No. 746CDCT — Copper Clamp to Copper Tee Connactor - 3 Ibs. - 15 oz.
Cat. No. 746ADCT — Aluminum Clamp to Copper Tee Connector - 3 Ibs. - 14 oz.
Cat. No. 746ADAT — Aluminum Clamp to Aluminum Tee Connector -3 Ibs. - 8 oz
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THRU-WALL OR THRU-ROOF
CABLE CONNECTORS

Combinafion connector for thruwall or thru-roof cable penetration — draws fight o top and bottom of PVC cop
1o be installed on PVC conduit stubbed through the wall or up through the roof. A neoprene washer is provided
o draw fight o fop of PVC cap and provides a moisture seal. Cable clamp No. 55D or No. AS5D, lug No. 558
or No. A558, or fee connector No. 42AN or No. A42AN furnished for the fop end — straight connector 42 for
bottom end to be concealed in 1 PVC —straight connector 42L or A42L for bottom end fo be concealed in 1-1/4"
PVC. For copper-fo-copper cannection, all components are copper or bronze except nuts and washers which are
stainless steel — for copperto-aluminum or aluminum-fo-aluminum connection, the threaded rod, nuts and washers
are stainless steel ~ threaded rod 1/2 diameter. Overall dimensions - 1.930" x 5.25""

For 1” PVC Conduit

Cat. No. 747CDCS — Copper Clamp to Copper Straight Connecor - 14.8 oz.
Cat. No. 747ADCS — Aluminum Clamp to Copper Straight Connector - 11.6 oz.
Cat. No. 747ADAS — Aluminum Clamp to Aluminum Straight Conneclor -9.2 oz

For 1-1/4" PVC Conduit

Cat. No. 748CDCS — Copper Clamp fo Copper Straight Connecor - 15 oz

Cat. No. 748ADCS — Aluminum Clamp fo Copper Straight Connector - 11.8 oz.
Cat. No. 748ADAS — Aluminum Clamp to Aluminum Siraight Connector - 9.4 oz.
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FLASHING CONE

Heavy castbronze or aluminum flashing cone for use on thru-oof penelrations
o provide moisture seal. Overall dimensions - 1-1/4° x 3" diameter

Cat. No. 100 — Copper- 5 oz.
Cat. No. A100 — Aluminum - 1.4 oz
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FLASHING BOOTS

Flashing boots made of longife, lexible, weatherproof gray EPDM rubber. Corrosion-esistant aluminum
base with pleated cone conforms fo any roof pifch or configuration.

1-3/4" high, 3-1/2" base diameter, for use with No. 34 or
No. A34 concealed point assemblies

Cat. No. 1910 - 1.4 oz,

3" high, 4-3/4" base diameter, for use with assemblies
using No. 100 or No. A100 flashing cones.

Cat. No. 3910-2.2 0z.

4 high, 7:3/4" base diameter, for use with assemblies
using No. 684 or No. 684CT tubular pitch pans.

Cat. No. 9910 - 8 oz
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EMBEDDED CABLE OUTLET

Heavy cast bronze cable outlet for use in poured concrete or pre-cast concrete columns or walls —
2.1/4” contact surface for cable — 3" distance between face of plates — four 1/4” bolts for fension
©on main sized cables through No. 605. Overall dimensions - 5" x 2-1/4" x 2-1/4".

Not recommended for walls less than 6 thick.

Cat. No. 641 Copper- 1 Ib.- 1l oz.
Cat. No. A641* — Aluminum -9 oz.

“When used with aluminum exposed cable,
this part s provided with one aluminum cover plate,
stainless steel bolts and shim for bimetal connection




